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Welcome to 
HackSpace magazine 


We've been waiting for months to be able to shout about this 
issue, so it’s exciting to finally be able to talk about it. Pico is 
the latest member of the Raspberry Pi stable and, 1f you've got 
a paper version of this magazine, you should now be holding 
one 1n your hands. It’s a thoroughly modern board, designed to 
bring the Raspberry Pi ethos to the world of microcontrollers. 
It’s cheap ($4), powerful (dual core running at up to 133MHz), 
and comes with an innovative Programmable Input/Output 
system that lets it do amazingly fast I/O. 

We've got a whole load of information on how to get started 
with this, starting on page 30, but for a sneak peek at what 
you can achieve, take a look at page 14 for a game (inspired 
by the 1980s classic Zarch) programmed by Eben Upton, and 
ported to Pico by Graham Sanderson. 

We look forward to seeing what you create with your Picos. 
Send pictures of your creations to hackspace@raspberrypi.com 
or tag @HackSpaceMag on Twitter. 


BEN EVERARD 
Editor @ben.everard@raspberrypi.com 
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Giant CNC-carved 
wooden hands 





ne day we'll be able to hug strangers again 

without fear of social opprobrium. Until that 

time, there's this ingenious way of maintaining 

social distancing made by Paul of Jackman Works. 

The design looks self-explanatory at first — the 

fingers of each hand are linked by a cord to the 
fingers of the wearer's hand, so each digit is exactly as moveable as 
your own fingers. 

That simplistic view obscures the engineering that’s gone into 
this build. Inside each finger there's a length of bungee cord acting 
as an extensor tendon, so that the finger will straighten out when 
Paul isn't actively flexing it. And the whole thing is cut out on a 
CNC machine, so the joints work every single time. Give him a 
big hand! 


Paul makes many 
things (including 
these hands) out 
of wood reclaimed 
from old pallets 
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Linear accelerator 


By CERN A) hsmag.cc/Cern 


f you've ever read Dan Brown’s magisterial work Angels 
and Demons, you'll be aware of the Large Hadron Collider 
at CERN, the European Organisation for Nuclear Research. 
In order to bring the joy of theoretical physics to as many as 
= possible without the attendant risk of creating anti-matter and 
blowing up the Vatican, CERN’s physics education facility has 
come up with this: the linear particle accelerator. 

Instead of ions and protons, the particle here is a ping-pong ball 
coated In graphite, but the principles are the same as in the real thing 
—a series of electrical charges accelerates the particle down the tube. 
There are two versions available (CERN provides STL files and a bill of 
materials to build your own), one a simple on/off model, and the other 
controlled via an Arduino. O 








Right 

Have you ever wanted 
to smash subatomic 
particles into each 
other in a huge 
subterranean physics 
lab? If not, what’s 
wrong with you? 
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Mesmeriser 2 


his Bush DAC90 radio was given to Paul Parry 
with the request that he turn it into a Nixie clock. 
Whereas it’s commonplace to replace old radio 
internals with a Bluetooth speaker and amplifier, this 
time Paul removed the radio circuitry and replaced 
it with a series of addressable LED rings. These are 
diffused with some Mylar sheeting, and protected by the original 
mesh grille. 
To preserve the original look of the radio, there’s a 3D-printed 
light-box, complete with warm white LEDs to light up the original 
control panel. 


Paul took the radio’s 
bakelite case to 

his local car body 
shop to get them 

to polish it up -— the 
results are lush 





10 HackSpace 


LUE 
o.5.c.——_ {fa 







ag epee | tment 
=e tc ort 
aetna panes 
















ta) 


SPARK 


11 








Top Projects 


REGULAR 







Robo Trombo 


PA Lee ROME dE €) hsmag.cc/RoboTrom 











obots are getting above themselves. Not content 
with building cars, laying undersea cables, and all 
manner of industrial applications, they're turning 
their attention to the arts as well. This robotic 
trombone player, by Isak Monrad-Aas and Thomas 
Hoffmann, comprises a pneumatic actuator, a linear 
potentiometer, two solenoid valves, a servo, and a stepper motor. 
For the moving parts, all are controlled by an Arduino Nano. 

That replaces the arms and brain of a human player; an air 
compressor and a pair of artificial latex lips replace the human's 
mouth and lungs. 

On this occasion, man's reach has exceeded his grasp, as 
it doesn't sound at all like a trombone and instead is “an over- 
engineered noise machine”, as Isak puts it. We don’t care — It’s 
still brilliant. O 





Left 

The RoboTrombo 
was inspired in 

part by Martin 
Molin’s Wintergatan 
musical automata 





HackSpace 13 











Top Projects 


REGULAR 





Pico Zarch 
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arch (or Lander as its original demo was known) 

came out in 1987 on the Acorn Archimedes. 

For the time it was a bit of a revolution — while it 

wasn't the first 3D game, it was probably the most 

sophisticated of its time. Schoolchildren across 

the UK (including HackSpace magazine editor Ben 
Everard) spent many hours of computer lessons attempting to 
control the fickle flying machine with the mouse. 

What better game, then, to show off the power of RP2040? Eben 
Upton created this version (inspired by the original Zarch) to run in 
HTML5 (you can play it at hsmag.cc/Ajax3D), and it was ported 
to Pico by Graham Sanderson. It currently takes input via UART (so 
you need a computer to feed the controller data to a serial port), 
but everything else runs on the Pico. Output is via a VGA connector 
controlled by a resistor DAC. Audio is output through PWM or I2S. 

There are more useful things you can do with Pico, but we're 
quite happy here reliving our schooldays with Zarch. O 


Right 

We’|ll look more at 
video output using 
Pico next issue 
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Frozen pendant 


By Jiri Praus a) patreon.com/jiripraus 





ree-form soldering lends itself to symmetrical, 
unique designs, and what could better encapsulate 
symmetry and uniqueness than a snowflake? [his 
is Czech maker and artist Jifi Praus’s latest creation: a 
—— pendant inspired by Disney's instant classic Frozen. 
It’s lit up by cold, white LEDs, with the light 
diffused through Iceland Blue Crystal Clear PLA by Fillamentum. 
Plans and instructions are available at Jiri’s Patreon site 
patreon.com/jiripraus. 0 


Right 

“My soul is 
spiralling in frozen 
fractals all around” 
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Polyhedron light-shade 


hen her local makerspace acquired a laser 
cutter, mechanical engineer and maker 
Victoria Joy knew exactly what she wanted 
to use it for. This light-shade, in 1.5mm 
plywood, is based on the geometry of a 
deltoidal hexecontahedron, a Catalan solid 
with 60 identical kite-shaped faces. It throws interesting shadows 
when lit, and doesn’t look too shabby during the daytime either. 
Full instructions, including a description of the design process, 
can be found on Instructables. Victoria explains how she modelled 
the polyhedron, and designed the curvy plywood shape that was 
then laser-cut multiple times, and assembled to form an almost 
spherical structure. 





As well as being a 
maker, Victoria’s 
an environmental 
lawyer, wine-taster, 
and a founder 
member of Otley 
Maker Space 
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es 3d’art © 


Bay © 


| 3D- printed artwork to bring more beauty into our life 
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his is WinDIY. It’s an almost 

entirely 3D-printed HAW/T, or 

Horizontal Axis Wind Turbine. 

And its creation was partly down 

to accident. Its creator, Fabian 
Steppat, happened to buy some magnets at ae 
a flea market. Rather than use them to stick 


notes to his fridge, he designed and built a 
3D-printed disk generator, featuring 40 
neodymium magnets and twelve custom- 
wound coils (we would normally say 


hand-wound, but Fabian built a machine to 
automate this process). 
Having found himself with a generator, he 
then thought it would be a good idea to 
“harvest some free watts from mother 
earth”, and so the seed for WinDIY was 
sown. We invite you to check out Fabian's 
full project page at hsmag.cc/WinDIY, 
where he goes through the full design 
considerations, but we'll leave you with the 4 pox + | 
thought that the whole thing can be made OS 22 =e a Left < 
on a 20x20cm FDM printer. O . > a po = Almost every part of 


WinDIY is’3D printed 
from scratch 
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Lucy Rogers 


COLUMN 








or recycle? 


Keeping things out of landfill 





Lucy Rogers 


© @DrLucyRogers 





Lucy is a maker, an engineer, 
and a problem-solver. She is 
adept at bringing ideas to life. 
She is one of the cheerleaders 
for the maker industry, and is 
Maker-in-Chief for the Guild 

of Makers: guildofmakers.org 
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ad weather has broken 
a sea-wall near me and 
uncovered the infill - 
rubbish from over 60 years 
ago. Glass bottles, broken 
plates, bricks, and animal 
bones now scatter the foreshore. As I kick 
a piece of green crockery, it reminds me of 
the grim Sunday dinners my nan cooked 
— and that I had to clean my plate before 
being let out into Grandad’s workshop 
to collect the brass curls — the swarf 
that came off his lathe — that I would 
use for all sorts 
of decorations. 


SPARK 


Restoration, conservation, 


polythene bags, nappies, and broken 
plastic toys that we threw away. 
But maybe we have started to make 

a move from a throwaway society. 

Television seems to be full of items 

being repaired, restored, or recycled. 

I know someone who takes old AVO 

meters, and turns them into steampunk 

clocks. At first, I felt this was sacrilege, 

but then I realised that the hundreds he 

had acquired were destined for landfill. 

Inow smile when I see old aeroplane 

parts turned into desks, lamps, and coffee 
tables. A part of our 
heritage is being Kept 


As the tide I froze when I — the parts reused. 
recedes, I enjoy I know people who 
beach-combing thought I saw a hand use old tools — such 
to see what other grenade, but on closer as wooden moulding 


secrets of the past 
are revealed — what 
my grandparents’ 
generation threw 
away. I froze when 

I thought Isaw a hand grenade, but on 
closer inspection, it was just a mud-filled 
jar that once contained Peck’s meat-paste. 
Someone with a metal detector found 

an old shilling and lumps of rust, orange 
flakes falling off like confetti, which was 
too far deteriorated to identify. 

To get to this bit of beach, I climb up 
and over a man-made hill, now turned 
into a wildflower meadow. But a few 
metres below my feet is the rubbish of 
my generation. It's a reclaimed old refuse 
tip. If the sea ever breaks this open, I don’t 
think our grandchildren are going to be 
So curious about what defines us — the 
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inspection, it was just a 
mud-filled jar 


planes — with the 
handles worn smooth 
and shaped over 
years of use. Maybe 
it's not as quick as a 
router, but the connection it gives to those 
skilled workers of the past is apparently 
worth it. 

I realise that there is a cost implication 
of buying things that are built to last — 
which is why I am delighted to see many 
communities have ‘repair cafés’ where 
people can donate broken tools and 
equipment to be fixed and resold, or they 
can bring in their own items for repalr. 

Iam also excited that the circular 
economy — aclosed-loop system where 
everything 1s reused or recycled — is 
gaining traction. Maybe in the future, 
rubbish tips will be a thing of the past. 5 
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How secure Is 
your hardware? 


A computing platform you can trust 





Drew Fustini 


w @pdp7 





Drew Fustini is a hardware 
designer and embedded Linux 
developer. He is a board member 
of the Open Source Hardware 
Association and the BeagleBoard. 
org Foundation. Drew designs 
circuit boards in KiCad for OSH 
Park, a PCB manufacturing 
service, and maintains the Adafruit 
BeagleBone Python library. 


egular readers of 

HackSpace magazine 

may remember that I took 

over this column from the 

iconic hardware hacker 

Andrew ‘Bunnie’ Huang. 
Recently, Bunnie has been working on a 
really exciting new project that I wanted 
to share in this month's column: the 
Precursor. This impressive piece of open- 
source hardware engineering began with 
the question, ‘how do we trust hardware?’ 

Software developers can use a digital 
signature to ensure that the bits on our 
computer are the same bits that are on the 
Server, as opposed 
to a counterfeit 
version with hidden 
malware. It is not 
possible to have that 
same level of trust 
when it comes to 
hardware, because 
there are many 
Stages between the 
hardware designer 
and the user. The Snowden files revealed 
the ways in which the NSA implanted 
chips into devices, including opening 
manufactured objects and adding 
in beacons during the distribution 
process (hsmag.cc/NSA). 

There are ways to inspect and verify a 
piece of hardware, right the way down to 
the chip level, but this process 1s complex 
and expensive. Perhaps your personal 
threat model doesn’t include being 
worried about the NSA (or GCHQ), but it’s 
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The Precursor is a 
pocket-sized, lightweight 
device with a display, a 
physical keyboard, 
and a battery 


SPARK 





not just spy stuff: there are a lot of people 
— investigative journalists, lawyers, 
activists, and political or public figures — 
whose hardware is a real target. 

This is where the Precursor comes in: 
an open-source hardware development 
platform for secure mobile computation 
and communication. The Precursor is 
a pocket-sized, lightweight device with 
a display, a physical keyboard, anda 
battery with a stand-by time measured 
in days (hsmag.cc/Precursor). In place 
of hardwired silicon, it is powered by an 
FPGA soft-core system-on-chip (SoC), 
allowing developers to inspect, verify, 
and customise pretty 
much every aspect 
of its operation. The 
rest of the hardware 
has also been 
designed for ease 
of verification, from 
the main PCB layout 
to the choice of LCD 
screen and keyboard. 

This device is part 
of years of research, experimentation, and 
thought by Bunnie and his collaborators, 
including Sean ‘xobs’ Cross. Happily, 
this project is now well on the way to 
becoming a reality after raising over 
$400,000 in crowdfunding orders on 
Crowd Supply. For the security-conscious 
— or security-curious — among you, 
Bunnie has written a number of excellent 
blog posts on security, open hardware, 
and design that are really worth seeking 
out (hsmag.cc/BunnieBlog). {1 
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Letters 


REGULAR 


Letters 


OOH-ER 

I'm sitting here watching the Carry On 
films at Christmas, Sid James chortling 
away, when I turn to HackSpace magazine 
issue 38, and a how-to on slapping jellies 
and touching bananas to produce music. 
I'm going to play around with some sound 
files and make my very own innuendo- 
laden sound effect lab. Cheers everyone! 


Boston (the one in England) 


I was more impressed with the 
giant walk-on piano keyboard that Helen 
Leigh made in the same tutorial, but 
maybe that just shows the generational 
divide (the scene in Big with Tom Hanks 
playing the giant piano means more to me 
than any daft British comedy from the 
1960s). Either way, I'm glad that something 
has fired up your creative juices! 
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DING-DONG! 

There's one flaw to putting your doorbell 
on the internet (issue 38). It makes the 
wild assumption that people (e.g. delivery 
drivers) will actually press the button, and 
not just throw a ‘sorry we missed you’ 
card through the letterbox and run away. 
What it really needs is some sort of laser 
trip-wire that will alert me when people 
get close, or a microphone to pick up on 
the old-fashioned visitors who physically 
knock on the door. 


Dublin 


Ben says: In the interests of fairness, 
Andrew Lewis had to assume goodwill 
from the users of that project. Of course, 
there are always people who abuse the 
rules around package deliveries (Mark 
Rober and his glitter bombs are dealing 
with them one by one), but we live in 
hope, and must assume that most people 
are good. In any other way lies madness. 


a>! 
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MOVIES 

Ever since the day my auntie decided I would be too young to understand the 
plot of Back to the Future, and took me to see The Care Bears Movie instead, I've 
always wanted my own time machine — do all the wiring, lights, flux capacitor, 
make a little Mr. Fusion nuclear reactor, and some time circuits, just like the 
makers in your latest issue. In fact, I've kept hold of JérO6me Montignies's time cir- 
cult clock from HackSpace magazine issue 37, with the intention of making one 
myself over a period of enforced idleness. But there's one last part that’s eluding 
me. I Just can't seem to find a DeLorean to put it all in for less than £25,000, which 
kind of takes it out of weekend project territory, budget-wise. Do you reckon it 
would work in a Citroén 2CV? 


Carcassonne 


Ben says: Do it. Do it now. 


APOLOGY 

Last issue, we featured Eirik Brandal’s 
Waldian sculpture, winner of the Hackaday. 
10 circuit sculpture contest, we didn't credit 
the image creator though — that was Miha 
Fras. Sorry about that. 
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CROWDFUNDING 


NOW 








Eduponics Mini 


crowdsupply.com 


into oxygen, and sometimes you can even v4 

eat them. However, they do take a bit of 

looking after. Eduponics Mini is an 
ESP32-based kit designed to make caring for these 
fickle beings a little easier. 

The control board includes the microcontroller and 
sensors for light, temperature, pressure, and 
humidity. It’s also got connectors to add In soil 
moisture sensors, and — crucially — a pump so you can 
get it to water your plants automatically. 

There's an accompanying smartphone app which 
lets you keep control of your garden when you're on 
the go, but the controller board runs MicroPython, so 
you Can program it to run however you like. 

We've not tested one out, but it looks like it could 
be a great option for keeping your houseplants alive, 
or even getting your greenhouse running smoothly. It 
looks perfect for the hacker who's more used to 
programming than tending plants. O 


lants are great things to have around. 
They look nice, they convert carbon dioxide 
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BEWARE 


When backing a crowdfunding 
Campaign, you are not purchasing 
a finished product, but supporting 
a project working on something 
new. There is a very real chance 
that the product will never ship 
and you'll lose your money. It’s 

a great way to support projects 
you like and get some cheap 
hardware in the process, but if 
you use it purely as a chance to 
snag cheap stuff, you may find 
that you get burned. 
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Build a Makerspace 
for Young People 








Join our free online training course on 
makerspace design to get expert advice Ss 
for setting up a makerspace In your 

school or community. 
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OPTICAL SOUND 


DECODER 


Long-lost voices come back to 
life with this ingenious optical 
sound extractor 
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INTERVIEW: OW.COF HIGH-PERFORMANCE = LENBLE 1/0 
EBEN UPTON separaraaseaascesas 


Why on earth would you spend £3m LC )Respberry iy Pi One... poe 
developing a chip, only to give it = ; ,20;9 i: 
away. on the front of a magazine? » WK 


IMPROVISER'S TOOLBOX: 


MAGNETS 


Harness the power of mysterious 
forces more constructively than 
sticking things to the fridge 
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f you’re reading the paper version of this 
ar-ler-P4ial-MmaQelU march Mim olelamatclivetmale las 
CoM ar:M ole-laremal-\uvmanl(eaeleelaiiae)|(:) am oley-]ae Mail 
you re reading the digital version, you can get 
a tree Pico when you get a £10 three issue 
subscription. Head to hsmag.cc/FreePico 

for more details. Alternatively, you can buy one for 

iv o) LU Iom (olor) mntab are] ale mcialleye)ialemice)aamvcelelmrNielelgike 

electronics retailer. 

Raspberry Pi Pico is designed to be high- 

performance, low-cost, and provide a flexible way 

of interacting with other hardware. With two ARM 

(Colat=>a Veh umere)ac-tomaelalaliale msi] omrOm ECC] imPar-lale 


RASPBERRY PI 


PICO 


LOW-COST + HIGH-PERFORMANCE « FLEXIBLE I/O 








264kB of RAM there's plenty of processing power 
for most tasks. The 26 GPIO pins include two |2C, 
two SPI, two UART, three analogue inputs, anda 
new feature called Programmable I/O (PIO) which 
we look at in detail on page 40. There's also 2Mb of 
flash for your programs and data. 

Using these features, Pico could be the brains 
behind your next robot, DIY smart gadget, games 
SWVASHKC1 AA IR=11c(010 KO) al (om aalels}(er-] mlalsaaaulaal-lalemr-lalemanle)aoe 

We'll look at all these features of the chip, but no 
doubt you're itching to start using It, so let's dive 
straight in and have a play. Turn the page to learn 
how to connect to MicroPython. = 
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DIVE STRAIGHT IN 


e'll take a detailed look at 
the features of Pico in the 
next few pages, but let's 
Cieclam ohamelalile male loimiam-lace| 
coding. [here are currently 
AVALON NASMOlIN ©) cele |e-lanlaaliale| 
your Pico: MicroPython and C/C++. Let's take a look 
at MicroPython here as it’s the quickest and easiest 
way to get started. If you'd rather get started with C, 
take a look at rptl.io/rp2040. 

First, you need to set your Pico up with the 
NIGOANAVcIRc Mam stclemKOM so UM (eye) (He m-lalemele\uvalley-lem- MO) my 
file with the latest version of MicroPython. Then, 
unplug your Pico (if it’s already plugged in), press the 
S1O]ON RS) a1 mmole iaco)apane) [Ue mimlamcom’el0| merolanloleic-lemr-lale 
release the button. You should now see Pico appear 
as a USB mass storage device. Drag and drop the 
UF2 file onto the device and it will disappear. Your 
Pico is now running MicroPython. You can repeat 
this process to get MicroPython back If you program 
it with different firmware (or a C/C++ program). 

As well as your Pico, you need a little bit of 
software on your computer. You can use whatever 
text editor and serial monitor you like, but for ease 


STAYING SAFE 


The two most likely ways of damaging your Pico are putting 
too much voltage into it, and drawing too much current from 
an input/output pin. Pico works on 3.3V, so you should never 
put more than this into one of the pins. Applying a lower 
voltage to a pin won't damage it, but may mean that It doesn't 
correctly register when a pin Is high. If you need to read a 
lower voltage, you could use an analogue input. 

The maximum recommended current draw is 12mA. If 
you're unsure of whether a component you connect will draw 
more than this, you can add a resistor of at least 275 ohms. 
This may reduce the current to the point the component won't 
work, but it will mean that you don’t damage your Pico. 

If you need to drive a component that needs more than 
this (such as a motor), you'll need a circuit that uses your low 
current GPIO pin to switch a high-powered circuit. This can 
be as simple as a transistor, or you can get modules for driving 
high-current devices such as motors. 
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Above 

There's a green LED 
on pin 25, which is a 
great way of testing 

out that everything's 
working 
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of use we recommend Thonny, at least for getting 
Sui 1atcre am COU Mer-1alme (o\uvalley-lomanlicmicelaam dilelilih Ae) ae B 
It's available for most major platforms including 
Windows, macOS, Linux, and Raspberry Pi. 

Once Thonny ts installed, open it. You need to 
tell it how to connect to your Pico, so go to Run > 
Select Interpreter. You should pick ‘MicroPython 
(RaspberryPi Pico)’ in the first box. If this isn't 
available, then you're using an older version of 
Thonny — if possible, you should update this, but 
if not, you can use ‘MicroPython (Generic)’. After 
selecting the version, you need to select the serial 
port your Pico’s connected to. Depending on what 
else you have connected to your computer, you may 
only have one option there. If there’s more than one, 
it may take a little trial and error to find the right 
one. You can always unplug Pico to see which port 
disappears from the list, then plug it back in. When 
it's connected properly, you'll see something like the 
following in the Shell section of the main interface: 


MicroPython v1.13 on 2020-10-14; Raspberry Pi 


Pico with cortex-m0plus 





- 
rh 


= 
= 





f¢ - MicroFyth 


Wastehashet 


SEGRE PRET Ty 


import machine 
import utine 


Sensor Temp = 


conversion factor = 3, 


File = open("temps. txt", 


while True: 
reading = 
temperature = JT 
Tile .write 
file. flusht) 
utime .sleepi lo) 


* Tile. close } 
‘= Tile = open("temps.txt 
print({Tile.read(}) 


‘= file. close } 





“ THERE AR 
TWO DIFFER 
WAYS OF RUN 








ICROPYTHON C 


sensor temp. read ul6() * 


tr( temperature) * "in" 


machine. ADL (machine ADL CORE TER) 


3 6/ (65535) 
“w"} 
conversion factor 


Sa) a ee | 


(reading - 
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There are two different ways of running 
WY, Hrol de) eaVau ale) aimerole(- mmm (ole mer- lainey, ecm lan lamaalcmlancslse)aoite)s 
(at the bottom of the window where lines start 
with >>>). Here, each line is executed as soon 
as you press ENTER. For example, if you enter 
print("hello world"), you'll immediately see ‘hello 
world’ come back. The other is in the text editor. 
Here, you write a script and, when you're ready, 
you run the whole script in one go. For example, 
enter print("hello world") here and nothing should 
happen. If you press the green arrow in the toolbar 
(or F5 on your keyboard), you'll be prompted to save 


Above @ 

The Thonny interface 
Me [Ulic=M-y ta] eo) el-re lM ey-(e1.@ 
olUim e)gey(el-1-me lel (er. 
and easy access to 
the basic features 





the file (this author prefers to save them on his 
computer rather than the Pico as It’s easier to keep 
track of them there), then you'll see the following in 
the interpreter: 


>>> %Run -c $EDITOR_CONTENT 
hello world 


Interactive mode Is great for quickly trying 
something out when you don't know the exact 
syntax or how to do something. 

Now we've got our development environment 
set up and running, let's try a simple program. As Is 
traditional with microcontrollers, let’s make the LED 
flash on and off. 








Hitting the Run button to set your script going is great for 
testing things out, but when you're running a project, you 
don't want to have to connect your Pico to a computer 
and run the file. Fortunately, there's a way around this. If 
you save your file on the microcontroller as main.py, it will 
automatically run each time you power on the device. 
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You can see the 
eyiaMalelatley-le-mel a) 
i dat=m oleyaceyan me) i 
the board 
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“ PD REALLY 
Bh} 4 reR-) 4 = 
PEOPLE MAKE 
LITTLE GAMES 
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MEET tue 








We spoke to some of the people behind the Raspberry Pi 
aaLerepam ole) Qe] U) ance) am aT=ts{-moley<-tomuOMalcYs]ar-leleleimual-melerslaemiaelin 
the folks who made it: 


HackSpace: What are you excited to see people do 
with Pico? 


Luke Wren, Hardware and software: There's a guy I've 

Ife) |Co\VAVE=Xemo}am COLUM NUL OL: Mune) ar- MUVali(cmex-)|(c10M Ol \] Me) avar- dale Males 
done some really cool stuff with other microcontrollers — 
things like bit-banging NTSC video — and | think PIO is just 
made for people like that. They're going to have a lot of fun 
bit-banging things you wouldn't ever expect to see ona 
microcontroller. I'm excited to see what people like that do 
with PIO once they work out what it can do and the things 
you can connect it to. 


HS: Do you have some specifics in mind? 


I'm pretty sure you can bit-bang 10 Base-T Ethernet which 
is cool for a connected sensor. There’s also been this 
undercurrent on this chip of doing SNES-style graphics 
without building in any specific graphics hardware. I'd 
really like to see people make little games consoles and 
things like that. 





import machine 
import time 


machine.Pin(25, machine.Pin.OUT) 


pin = 


while True: 
pin. value(1) 
time.sleep(1) 
pin. value(Q) 





time.sleep(1) 


This will continue to run forever unless you press 
CTRL+C to stop it. 

If you're unfamiliar with Python, one of its more 
unusual features Is that whitespace Is important, so 
you need to have a consistent indent for the lines 
after while True:. 

a aliswe)ceolee-lanmilesianiaa] olelaecm- i el-l|mrevmaalecele](orcmnar-pi 
it'll need: machine brings in the important bits for 
accessing the underlying hardware, and time brings 
in the sleep method that we need to pause the loop. 

First, we have to set the function of the pin; here, 
machine.Pin.OUT has set It to output. If we wanted 
to read values in, we could use machine. Pin. IN. 

b (olUimer- [alc] Istomsi-1 ante) eom-leN7-[alerclo mie larerd(o)alsmcieleiair-|s 
pull-ups here. 

That's the basics of running MicroPython on Pico. 
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If you're familiar with Python or MicroPython already, your Pico 
1dal= 1am vZol0 mm aatch’anel-m al-] 0) e)ancomelh-malelalallam-lalemcicclat 
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THE 


docs.micropython.org/en/latest. 

NimVZolU Com al= Nuva comms alism 0) cele |e-laalaaliarem(-laleler-(e[-mmualore 
you can get the brand new book Get Started with 
MicroPython on Raspberry Pi Pico. Buy it online or 
download it for free from hsmag.cc/MPBook. 

If you'd just like to take a look at some example 
code, you can see the examples from the book at: 
hsmag.cc/dfmGtJ. 

aial-icom-laoelisiomsye)aalom>.clan]elicssmciale\uuiale mevnmtals) 
unique features of Pico at: hsmag.cc/Ly7wV0. 

Turn the page and we'll take a look at what the 
different parts of your Pico are, and how they work 
together to make the microcontroller board run. - 


VHAT IS A MICROCONTR 


Pico is based on the RP2040 microcontroller. This microcontroller is like a stripped-down 
computer. It's got two processing cores and some RAM. There's also some flash storage on 
the Pico board (see overleaf for full specs). The main difference between a microcontroller 
and a normal computer is that the microcontroller isn't designed to be a complete platform in 
itself. You program it from a normal computer (you can use Windows, macOS, or Linux — such 
as Raspberry Pi Model A or B), and then the microcontroller runs this program. 

On this page, we'll guide you through connecting your Pico to your computer and getting a 
programming environment (MicroPython) set up so you can start programming your Pico. 


Get started with 


MicroPython 


ene CA Poth 
on Raspberry Pl Flee 














5 


RP2040-SPEC 





Most of MicroPython is standard, and the code that runs 
on a Pico will also run on a PyBoard or other MicroPython- 
compatible microcontroller. However, all microcontrollers 
have different functionality. This is expressed through board- 
specific modules. 

For RP2040, this means the RP2 module. In here you'll find 
a few bits, but perhaps the most useful are the sections for 
accessing Programmable IO. This lets you program state 
machines that run independent of the CPU and handle data 
transfer protocols through the GPIO pins. See page 40 for 
more information. 

There are some examples of using these in the MicroPython 
Examples GitHub repository at hsmag.cc/qXiVOf. There are 
full details on how to use these in the Pico Python SDK book 
available at rptl.io/pico. 











THE 


PICO 


WHAT’S ON YOUR BRAND NEW 
MICROCONTROLLER BOARD? 





The microcontroller at the heart of Pico is a brand new 

a chip designed by Raspberry Pi. It’s high-performance, 
low-cost, and has a host of flexible interfacing options. 
We look at all this on the next page. 


2] This oscillator helps your microcontroller keep ticking 
along at the right speed. 


of flash memory. If you're used to the gigabytes of 
memory you get in modern computers, this may not 
sound like much, but microcontroller programs don't 
tend to be very large. If you do need to store lots of data 
(such as if you're logging sensor values), you could add 
additional storage such as an SD card. 


3] Alongside the RP2040 chip, your Pico also includes 2MB 


The micro USB port on the front of Pico can be used to 

4 | supply power and to send programs and data to the 
board. It also has more advanced functions. Your Pico 
can act as a USB device and interact with a computer 
in a similar way to any other USB device such as a 
keyboard or mouse. Want to build a custom game 
controller? Pico can do that. 


A little unusually, Pico can also act as a USB host. This 
means you can plug other USB devices into it. You can 
use a regular USB keyboard or mouse to get data in. 

In principle, any USB device should work, but bear in 
mind that your program will need to understand how to 
communicate with the device. 


There are some examples of both device and host USB 
at hsmag.cc/kVFRIG. 





“« PICO CAN ALSO 
ACT AS AUSB HOST ” 


You can supply voltage either through the USB port or 
VSYS. If you attach a power supply (such as a battery) 
to VSYS via a Schottky diode, the system will take the 
larger of the two voltages. This allows you to have a 
backup power supply, or a separate power supply and 
not need to worry about problems when plugging Pico 
in for programming. 


Pico can take a wide range of input voltages: from 1.8V 
to 5.5 V. You can power it from a single lithium-ion cell, 
three AA batteries, or any other power source in the 
range. There are more details on powering Pico, and 
example circuits, in the Pico data sheet at rptl.io/pico. 


You can turn the 26 GPIO pins on and off, or read 
whether or not they have voltage applied to them from 
your code. They can turn LEDs on and off, read button 
presses, and control all manner of other hardware. If 
you need to interface with other digital devices, there 
are two each of I2C, SPI, and UART. There's also a 
flexible I/O controller called PIO that makes it easy to 
connect to a wide range of devices (see page 40 ). 


GPIO pins 26, 27, and 28 can all read analogue values. 
They return a 12-bit number that shows the voltage 
(between 0 and 3.3V). If you'd rather use a different 
maximum voltage (up to 3.3V max), you can set it via the 
ADC_VREF pin. 


The button on Pico is used to enter programming mode. 
Unplug Pico, hold down this button, then plug it in, and 
it'll show up as a USB mass storage device that you can 
copy UF2 files to. 


You can get input from this button in your C/C++ 
programs — take a look at this example for details on 
how: hsmag.cc/xbYOhc. 


GPIO 25 is connected to a green LED that you can 
program however you like. It can be an indicator that 
something's happening on your project, or even a Morse 
code output. 


Debugging microcontrollers can be tricky. When 
something's not working, It's not always easy to work 
out what's not working, let alone why. Fortunately, Pico 
exposes three pins on the bottom edge, and these are 
for debugging using the Serial Wire Debug (SWD) 
protocol. lf you're using a Raspberry Pi as your main 
device to program Pico, you can connect these directly 
to the GPIO pins with no extra hardware other than a 
few wires. If you're using a different computer, you'll 
need an extra adapter. Pico can be used as a debug 
adapter for another Pico using the Picoprobe program. 


This interface allows you to add up to four breakpoints 
and two watchpoints. This gives you much more control 
about how your program runs as you develop software. > 






































HS: The board has a repeating pattern of four GPIO pins, 
then ground, then four GPIO pins, etc. Does this reference 
something, or does it just work out nicely? 


James Adams, Pico design: This chip is built on TSMC 

40 nanometre process — the same process that the 

main processor on Raspberry Pis (except for Pi4) use. 
That's a relatively modern silicon process to use for a 
microcontroller. What that gives you is small transistors. It's 
been around since about 2008/2009 so it’s quite mature, and 
it's not that expensive these days. 

Because of the small transistors and the high speeds, 
you get very fast edges on your signal transitions. So the 
frequency content of those edges is high. So what the 
grounds are doing ... if you have a signal pin going out to 
your circuit, you will also have a corresponding ground 
current coming back — it's just physics. The idea is that if you 
have along loop where the current has to go out and come 
back in again, that is effectively an aerial. The other thing 
is that if you have multiple signal currents going out and a 
single ground pin, all of the signal currents are coming back 
through that single pin. 

There are two things [these ground pads are] doing 
here. One is separating the return currents, which reduces 
cross-talk in signals. So if you've got a big old bus waggling 


about and only a single ground pin, a lot of those signals 
will get cross-talk because they're going through the same 
ground. This is not ideal from a circuit perspective. But also, 
they'll radiate more. Those are what will emit RF. If you want 
to build products that don't radiate, to pass your class B 
radiation compliance (that you have to do if you build real 
products), you don’t want things radiating. That's a very 
long-winded way of saying that if you want fast signals, you 
need lots of grounds. You want to minimise your current 
loops, and you want to minimise your cross-talk. 

Also, it's a useful thing to have. When attaching things to 
the GPIO you often need a ground pin too. It’s a useful thing 
to have irrespective of all the engineering-y reasons. 
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HS: What is the process of making a new microcontroller? 


Nick Francis, Hardware design: We knew we wanted 

to do a microcontroller, and we knew we wanted to do 
something small and cheap and fast. The MO+ is a tiny, tiny, 
tiny microcontroller ... quite early on we decided that dual 
core was a simple thing to do for us. They're so small! 

Early on, we had discussions like: ‘How many UARTS? 
How many I2Cs do you want?’ Do we want two or three or 
six, or whatever? Then we started to throw more and more 
gates at it. Instead, we decided to build PIO [see overleaf 
for details] so —| did some early architecture work on that 
trying to build a completely flexible 10 block. Luke [Wren] 
then took that to another level, and it’s become a much 
more flexible beast that can really be used to emulate any 
peripheral that we would want to use. 

The PIO then became a bigger and bigger part of the 
chip, So we adjusted some of the architecture. We putin a 
much more flexible DMA controller that was super-efficient 


46 2 Pp2 ©) 4 @) | S M @) K E and highly tuned for targeting working with the PIO, and 


other peripherals. We were trying to use every gate we 
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RP2040 


IN DEPTH 


FIND OUT WHAT GOES ON INSIDE 
THIS MICROCONTROLLER 


PROCESSING POWER 
RP2040 has two 32-bit ARM Cortex-M0+ processors 
running at up to 133MHz (or even more if you want 
to try overclocking). Microcontroller performance 
is a bit more nuanced than, say, PC performance 
because size, power, and cost trade-offs are 
often important. 

nleeA0r-cO mcm anle)ao wm ual-[almer-] ey-1e)(- mre) mu aalelsimerelaalanreya 
microcontroller use-cases: you should find that it 
has plenty of horsepower. Additionally, RP2040 has 
(oye) aianlis{-1e miley-1a[ale ps ele)lalmceleielal-xcmlamial-m oleleann Olly 
which give it a speed boost. 


LOW POWER 

The Cortex M0O+ cores in Pico don't suck up a lot of 
ele Vcel@nvavzalelamaelavali are male)aaar-li Nam olOmimvZelem\/-lalmyZelels 
projects to run long-term on battery power, they 
may draw a little too much current. Fortunately, they 
have a couple of features to help get the most out of 
limited power sources. Sleep and Dormant modes 
can drop the power consumption of a Pico down 

to around 1mMA. In these states, the Pico can't do 
any processing, but it can wait for a particular event 
(such as time signal from the real-time clock, or a 
signal on a GPIO pin), then wake up and perform 

a particular task (Such as read a sensor and save 

the value). 


DL Uy. El ec e) > d= 

There are two Cortex-M0O+ processor cores in Pico, 
and each of them Is capable of the same set of 
things. This, for example, allows you to dedicate 

o}al= mere) a- mom [Ulsiamaulalalialem-lamialt-lar- (ero (0) @ts\- 1080) 
outputs) while the other takes data in and processes 
it. Obviously, this lets you do more processing in a 
given time, but It can be just as useful for simplifying 
your code. If you've got something that needs 
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constant attention (such as an animation you want 
to proceed smoothly, or a data stream that needs 
(oXo) ahsir-]alas 0] ce lerststs1| 016) YZO10 mer-] ame [10] er-1t> me) alo mele) a>) 

to just this while the other core handles all the 

reTATelI IKI AVAN GIs), eeu COU] anal anil alene/aia(er-] merele(-mer-]almaal=1a) 
LUSVendUlamelalian«-1aae) e)c-\om-lalemeal-moleal-1aollecmer-|amciel|me[oit 
le)geler=ssisie) ana laaloe 


REAL-TIME COUNTER (RTC) 

Pico includes a timer that can be used with an 
external reference clock to get the time in human- 
compatible units such as days, months, and years. 
ai aliswn tk @mer-laur-|is(om ol-mUlsi-1e mKomel-lalcle-ikomeli-lenals) 

at particular points. If you want, for example, a 
particular task to run every day at 10am, the RTC 
can trigger it. Similarly, if you want something to 
trigger an action in a set amount of time (such as a 
30-second timeout), the RTC can help. 


FULLY CONNECTED BUS 

There's quite a lot going on inside the black package 
of RP2040 — including two processor cores, 
peripherals for many protocols, and PIO — and these 
all need to access memory. The fully connected bus 
fabric gives fast and predictable performance, even 
WV aT 10lm (O}esOy mm Nall alelow-1 eo mar-le)el-/alialem-lme)ale-e 


COMMUNICATION PROTOCOLS 

RP2040 is a great microcontroller, but you're likely 
to need additional parts to build up your projects, 
Tale mUalisM altel Alsm elem al=xo10 Mr MAYA he) mere) aa lanlelalieriulare| 
with them. To make this quick and easy, RP2040 
has hardware support for two |2Cs, two SPls, and 
two UART buses. If this isn’t enough — or you want 
to connect more esoteric hardware, you can use 
maceyeie-]anvaar=1e)(cm ial elelar-]arem @lepuel0hm (si-1omal>> 4mm e)-[6[-) me 
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PROGRAMMABLE |/O 


CONNECT PICO TO ALMOST ANYTHING 





GPIO Output 
Level 


GPIO Output 
Enable 


<t— GPIO Input 


Above 

There are two PIO 
blocks, each of 

which has four state 
machines, in each 
RP2040 microcontroller 
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ike many microcontrollers, RP2040 

aEKmat-laelVecla-M-1el 0) elelam ce) axel nal=) 

rol folie] meelialealelal(er-la(e)atcm olcei cere) t 

such as I2C, SPI, and UART. This 

laalcy-la\smsal- lenin L010 lalancomero)palaalelallerics 

with something via I2C, you can 
simply send the raw data to the |2C peripheral and 
NaAVAVAli exe) pidge) imualom e)|alcwmcomat-lalel(-mualoms)elc\eliemelaaliale 
requirements for this protocol. However, what 
happens if you need something a little unusual such 
as WS2812B LEDs, or more I2C or SPI buses than 
elaemo Mell cleliors 

(@Jamanressimaaleicelero)aiuce)|(-1asema elem al-\.o monn ic: ey-] Alene 
which means using the main processing core to 
turn the pins on and off directly. This can work, but 
humer-]aler-1Ulsiomm tl palialem e)ge)e)(o1aalom (=15) e\o1e1l-] VA YLOLUMUISI> 
interrupts), and can take a lot of processing resources 
that you may need for other things. Pico has a little 
trick up its sleeve: Programmable I/O (PIO). 

As well as the two main Cortex-M0+ processing 
cores, there are two PIO blocks that each have four 
state machines. These are really stripped-down 
processing cores that can be used to handle data 
(oxo)anliale Mame) mele) melmtal-maallelcelerolaiice)i(-lemr-lalemelniley-(e| 
Yo)aalomovmmiatom ©)celei-rsis)ale male [elic-laal-valanie)mianle)(-iealslaleiare 
ofolaalanlelalierchilelatsme)gelcelere) ise 

For each simple processor (called a state machine), 
there are two First-In-First-Out (FIFO) structures: one 
Ko) arel-it-merolanliale mi am-lale melas mre) mel-lt- mele) |alemel0] mam Nalctsi~ 
are used to link the state machine to everything else. 
Essentially, they are just a type of memory where the 
data is read out in the same order it’s written in — for 
this reason, they're often called queues because they 
work in the same way as a queue of people. The 
first piece of data in (or first person in the queue) Is 
the first to get out the other end. When you need to 
send data via a PIO state machine, you push it to the 
FIFO, and when your state machine is ready for the 
next chunk of data, it pulls it. This way, your PIO state 
fears evaliarswalaleme)cele|e-lanmavlalalialemelameal-mant-liameelc-melolant 
have to be perfectly in-sync. The FIFOs are only four 
VsV0] 40 Ii (0) G4 ©) 1KS) (0) (6 pn OLULURYZO10 er-]am [al @utal=rsto milan) 
direct memory access (DMA) to send larger amounts 





fo) ime -)c- mKom Nalco meal OM-ir-li-manl-leallalomuuinareleimalcxcvellale 
to constantly write It from your main program. The 
FIFOs link to the PIO state machine via the input shift 
register and the output shift register. 

There are also two scratch registers called X and Y. 
These are for storing temporary data. 

The processor cores are simple state machines that 
have nine instructions: 


e IN shifts 1-32 bits at a time into the input shift 
register from somewhere (such as a set of pins 
or a scratch register) 

e OUT shifts 1-32 bits from the output shift 

register to somewhere 

PUSH sends data to the RX FIFO 

PULL gets data from the TX FIFO 

MOV moves data from a source to destination 

IRO sets or clears the interrupt flag 

SET writes data to destination 

WAIT pauses until a particular action happens 

JMP moves to a different point in the code 


“ THERE ARE TWO 
PIO BLOCKS THAT 
EACH HAVE FOUR 
STATE MACHINES ” 


VAvsidaliomealsxs\om Gals] aomr-] come) e)ele)alcmcomeral-lale(cmeale 
behaviour and locations of the data. Take a look at the 
data sheet for a full overview. 

In addition, there are a couple of features to make 
life a little easier: 


e Side-setting is where you can set one or 
more pins at the same time that another 
Ralsuaaureva(olamaulars 

e Delays can be added to any instruction 
(the number of clock cycle delays in 
square brackets) 


Let’s have a look at a really simple example, a 
square wave: 








.program Squarewave_wrap 


.wrap_target 
set pins, 1 [1] 


set pins, 0 [1] 





This uses an outer wrap loop. The wrap_target label 
IS a special case because we don't need to do an 
explicit jump to It: we can use .wrap to jump straight 
to .wrap_target. Unlike an explicit jump instruction, 
this doesn't take a clock cycle, so in this case we're 
producing a perfect 50% square wave. The .wrap and 
.wrap_target labels can be omitted. Each instruction 
also has a delay of a single clock cycle. 

The value of pins is set when we create the PIO 
program, so this can create a square wave on any I/O. 
Let's take a look at a more useful example, an SPI 
transmitter. This just controls the data-sending line 

for SPI: 


.program spi_tx_fast 
.Side_set 1 


loop: 
out pins, 1 side Q 





jmp loop side 1 


This shows the power of the side-set. In this case, 
the side-set pin is the SCL (clock) line of SPI, and the 
out pin is the SDA. The out instruction takes a value 
from the FIFO and sets the pin to that value (either 1 
(o) 0) am Maks al=>,4 nl atsjeaulondle)amugiele(-lecmualomcjle(cnclolmelamuals) 
clock pin, which causes the receiver to read the data 
line. Notice that the second instruction Is a jump, not 
the wrap as In the previous example, so it does take a 
clock cycle to complete. 

aal=mel) ml alsiaaUleille)ame|[-\esw- i o)]me)mel-le-mice)aaltal= 
output shift register, and this program would quickly 
empty this register without a pull instruction to get 
data into it. However, the pull instruction would 
take one cycle which would complicate the timings. 
Fortunately, we can enable autopull when we create 
lea Ome) cole ie-laner-lalemualicmydl | mere )avdlalelelels)\Vaasvill mual= 
output shift register as needed as long as data Is 
available in the FIFO. Should the FIFO be empty, the 
PIO state machine will stall and wait for more data. 

The speed of this SPI transmit is set up the 
clock speed of the PIO state machine, and this is 
configurable when you Start the PIO. 

Malismat-ismels\=10-MUAelisiirousice) ecole] ancoms) ale) ae)imm tale 
ideas behind PIO. For more details about exactly 
how to implement a PIO program, take a look at the 
tutorial on page 90 > 





Raspberry Pi Pico 


FEATURE 








OTHER R 
i'HARDWAR 


OTHER WAYS TO USE THE MICROCONTROLLER  pnnnnnnnn 








*| 

















CoCo tam mda: Melalhvmeley-]acmeolliiimelem-la) | Toe 

RP2040. The microcontroller chip is Pt P CO SYST! | » 
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products off, and here are some other PIMORONI | £58.50 | pimoroni.com 

boards that are coming soon. They're 
all based on the same underlying processing power, 


but they each build on it in different ways to make 
products for different uses. 


Unlike the other boards we've looked at here, Pico System 
isn't intended to be a general-purpose board; it's designed 
with one (very obvious) use in mind: RP2040 makes a great 
gaming platform. PIO with DMA means that it can output video 
data very quickly with little CPU overhead, and having two 
cores and plenty of memory means that there’s loads of scope 
for doing all the processing that games demand. Add to this 
some beautiful design work, and you get a fantastic handheld 
console which we're looking forward to playing with more in 
the coming months. 

















" 





Left > 

This is a prototype 
Pico System, so 
the final version 
may look a 
Tiad(=Mellacsyectale 


IT’S DESIGNED 
WITH ONE 
(VERY OBVIOUS) 
USE IN MIND ” 
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LENS 


PRO MICRO RP2040 


SPARKFUN | $9.95 | sparkfun.com/rp2040 






If you're looking for the smallest RP2040 board, then this is 
it. SparkFun has squeezed and shrunk everything down to 
the footprint of its Qwiic Pro Micro range. However, unlike 
the original (which features a 16MHz, 8-bit microcontroller), 
this has all the processing power of the RP2040 to get your 
project running. Alongside this, there’s 16MB of RAM for your 
programs and data, which should be enough for almost all 
microcontroller applications. 

Despite its small size, it still breaks out 18 of the GPIOs, 
including four analogue inputs, and has a Qwiic connector 
for additional hardware. There's a USB for data and power, a 
power LED, and a user-controlled RGB LED. There are reset 
and boot buttons, so you can program one of these without 
unplugging power (as is needed on Pico). 





The smallest 
RP2040-based 
lefey-1 ce =) f=] 11-0) (= 
at the moment 


“ DESPITE ITS SMALL 
SIZE, IT STILL BREAKS 
OUT 18 OF THE GPIOS ” 


MICROMOD RP2040 PROCESSOR BOARD 


SPARKFUN | $11.95 | sparkfun.com/rp2040 




























We looked at the MicroMod system in issue 38. It allows you to 
quickly and easily slot a microcontroller module into a carrier 


. . Below ® 
board. These modules are stripped right back to just the bare Slot an RP2040 into 
essentials, so they're tiny, and the M.2 mounting means they the heart of other 


ELC MS-LallacmelalemelelamarcleloM-ViNvmalel(e]almcom tne Mer-Vael-)m olerclacn Comics beards 


This can mean you have a bit less flexibility than with some 
other add-on systems, but if there’s a carrier board that suits 
your needs, it can be a compact and robust solution. If you're 
looking for a large Arduino Uno-like board with an RP2040 
at its heart, there’s the ATP carrier. If you're looking for a 
board with input and display, there’s the aptly named Input 
and Display carrier. There are also data logging and machine 
learning carrier boards. 

As with the Pro Micro, there's also 16MB of flash memory to 
store programs and data, but other than this, all features are 
on the carrier boards rather than the processor boards. > 


WT 


LU 
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FEATURE 


ADAFRUIT FEATHER 2040 S| 


ADAFRUIT | $9.95 | adafruit.com 







































You're almost certainly going to want to plug some extra A a A 

hardware into your microcontroller to build your projects. , Pt —— 
Whether that’s sensors, displays, or actuators, it’s this extra . ; 
hardware that Is usually the point of microcontroller 
projects. There are already some great accessories for 
Pico (see next page), but if you want to get access to 

a huge range of add-ons, the best solution is to jump 

right into one of the biggest microcontroller ecosystems 
around — Feather. Adafruit's Feather 2040 has the 
standard pinout that lets you plug in almost any 

Feather add-on (or Wing as they are known). These 

are stackable, so you can add several of them if you 

need lots of features for your project. 

21 GPIOs are broken out, and there’s also on-board 
LiPo battery charging if you need your project to be 
portable, and a STEMMA OT connector for adding even 
more hardware. There's 4MB of flash for storing your data 
and programs, and like the Mini, there are both reset and boot 
buttons. All this means that the board is slightly wider than 
Pico (one row on a breadboard). 

The Feather 2040 comes set up and ready to run 
CircuitPython. This is a little different to MicroPython on Pico. 
CircuitPython includes excellent support for Adafruit (and 
other) hardware. 





Above 

yNoter-S-1-- Malele [= 
le-lale (= Me) Mmar-lee\ cl e=) 
r-Tofobrolat-mtalgolelelam tals 
Feather ecosystem 





SPARKFUN | $17.95 | sparkfun.com/rp2040 


SparkFun's Thing Plus is also compatible with Feather, so 
you get access to that ecosystem of add-ons. However, 
the Thing Plus is slightly longer than the classic Feather. 
There are 19 exposed GPIOs (two fewer than on some 
Feather-compatible boards), but there is a Qwiic 
connector (next to the battery charger) to give 
even more options for connecting hardware, 
and a microSD card holder (on the underside) 
for storage. Couple this with 16MB of flash 
and you ve got enough storage for almost 

any eventuality. For a full range of blinkies, 
there's an LED on pin 25 (the same as on 
Pico), and a WS2812B LED to give full 

RGB colours. 


“ THING PLUS 
IS ALSO 
COMPATIBLE 

Ci iii WITH FEATHER ” 


Right 
It's a small detail, but the 
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LENS 


PICO ADD-ONS 


PLUG NEW FEATURES INTO YOUR PICO 








fol Umer-Jame-(o(oMal-lceMite-]a- mom Celia gine output audio using PVWVM, but you can get better 

oMmolbiiCeliatemelUime imei cHelicy OTUT- 1 [Lava lsilale I Pacyarelale mualoMlalncye|e-1n-1emal-r-\e|e)alelalom-lale| 

— and in many cases, this is line-level amps make this easy to use. 

relatively straightforward thanks If you prefer visual output rather than audio, Pico 

to protocols such as SPI and I2C. Display gives a TFT screen, four buttons, and an 

However, sometimes it’s easier and RGB LED, all within the Pico footprint. The result is a 
quicker to start with a premade add-on that gives compact, encapsulated display, perfect for adding a 
more capabilities to your Pico so that you can spend little visual output to your project. 
NWiole andl aalo mela dlaleme)ame)sal-1aey-1atsme)mtalom 0)ce)[-(elmm A=) For a bit more sparkle, Pico Scroll adds a 17x7 
expect there to be lots of add-ons for Pico created In matrix of white LEDs to the top of the Pico. As the 
dars mere) aalialemanlolaicatspmelulamalsla-m-laomsvelaal-maal-lmn ele mer] name suggests, this works well for scrolling text as 
get right now from Pimoroni. well as displaying data or just generally shimmering. 

Pico Audio adds an 12S decoder and headphone and Ailal=icom-lco melee eleacelarsmcome(-1mel-it-Mlamicelaamualomelsi-1mce) 

line-level outputs to Pico. Pico has a capable audio control the display, or perhaps play a game of Snake. 
system that can output I2S via PIO. You can create Of course, you may want more than one of these, 
buffers of data that are streamed to your attached ale mie)mncay-anvcele | mal=r-1e m-]am Olanlallelelsm (rela ayZen-le len 
device. At the time of writing, this is in the pico-extras ernie oer (o) ais) me) t= lm BL=Xe1,<- 10m (0 0NK010] are (0 m0) a's) Mm (OlUMer-[aN-OMUI> 
repository (hsmag.cc/pico-extras) because, while it and Display adds these to access all the pins when another add-on Is 
does work, there is ongoing development and the API Ons front moron olan tolOMMVAZat=14a\-1encal-1mcmiolmme(-lelUlele late Melmm-><er-lalellare] 


Tal <=xe Mi Cole (= tal =) areya| 
may change. You can use the audio system to directly a Pico Decker 





your project. O 


- To, P 
= L ia al 


-_— & @ a | 4, 4) = “sf r 
' Ae 


= F =a a =) - - - 
; = a —- = : “ SS - 
Ta ; ail ‘e = we ¥ 
— ge ih etn . : ee ee 
es ie 5 5 4 : ' 1 a | : i 
q es oe | 2 if f F i oa . : 

bw lin c i a 
i fi f= z ser 3 co 8 omy 

oo og 4 oy > 1) E it . a 

= = “ aa 3 

= sae r 4 " 





HackSpace 45 








SUBSCRIBE 








Ce ee ee ee J , ] 


Ket Get three issues plus a 


| 





| | | 


“= * “95 delivered to your door 


ee ee ee, ee | 
' 


UK offer only. Not in the UK? 
Save money and get your 
issue delivered straight to your 
door at hsmag.cc/subscribe. 
See page 66 for details. 





S10] oksrola ovd(olaMUUll mexelaidialel-mel0r-]at-la\aUlal(srstomer-lalercl (ere) 


SUBSCRIPTION 





















FREE DUAL-CORE MICROCONTROLLER 


HackSpace 


TECH AIOLOHGY [Al QU HAA eo 


SUBSCRIBE 


fo} ai] 9) ok-1 Co) 7 
a 
From £2.29 


© Buy now: hsmdg.cc/subscribe 


Free Pico with print subscription only 





INTRODUCING 


FREE DUAL-CORE MICROCONTROLLER 


HackSpace 


MAKE BUILD  H HigstemiNvemereyainncele)-as7 i= emneem LACK CREATE 


Hack ac 


TECH NO LOGY | N Y N DS hsmag.cc December 2020 | Issue #37 






INTRODUCING 


I) A | We take a look 
RASPBERRY Pl q at the latest 
B OT tiny computer 


Get started 





1 make a perfect with FreeCAD 
> Companion 
SELECT 
THE PERFECT 
- | MOTORS 
5 if 
| , i PICK YOUR 
LOW-COST : HIGH-PERFORMANCE - FLEXIBLE 1/O re “ CHASSIS 
A NEW MICROCONTROLLER BOARD at & . 


FROM RASPBERRY PI 


Dec. 
Issue #37 £6 


WIAA) if? 22, 
9"772515"'514006 lhl ee | 


i a 
DOOR BELLS KEYS FACE F 


OMATION 3D PRINTING MUSIC 


1-202 “Ge4 


UAL ANONMALML | wi? 
MUN yi 


06 Press| (ae 





9°772515"5140 





How | Made: An audio decoder 


How I Made 





Turning light into sound 





By Emily Velasco 


s modern humans, we indulge in my favourite vice of hoarding, 
not only stand atop the enthusiastically said yes. It turned out to be 
shoulders of the giants a gorgeous, albeit only partially functioning, 





who came before us, 
we walk amongst 
their bones. 
The detritus of their past 
lives and technologies long 
since rendered obsolete 
swirl around our feet, 
forgotten, overlooked, and 
often discarded. 

But sometimes the 
voices of our ancestors 
linger behind, trapped 
within scraps of the 
world that they left. And 
sometimes, if we're 
willing to listen closely, 
we can hear what 
they're trying to say. 


bit of 1930s technology. | soent some time 
repairing it, and then | sought out a film 
to play on It. A trip to the local flea 
market bore fruit a few months 
later, and | came home with a 
mid-century educational film 
on man-made Isotopes. 
Looking at that film, | 
noticed something | hadn't 
expected. Running down 
one of its sides was a 
track with a curiously 
squiggly line. It was the 
audio for the film, stored 
in optical form. 
| had never really 
pondered how old films 
captured their audio, but 
of course, It would be 
easiest to capture sound 
as light. The rest of the film 
held its information optically, 
so why not encode the audio In 
the same medium? 















STAYING SANE IN 
QUARANTIMES 

For a moment, let’s rewind 
to 2019. Back in the days when 
office workers worked in offices, 
one of my co-workers, knowing my My projector, however, came from 
propensity for collecting old and unusual = a time when films were still likely to be 
things, asked me if | wanted a 16mm film “ee ie of the silent variety, and it had no way of 


projector that had belonged to his father. playing back the audio on this flea-market 
|, being presented with the opportunity to film. | briefly toyed with the idea of adding 
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some electronics to the projector to play 
that audio, but that notion was quickly 
swept aside by newer and shinier project 
ideas and soon forgotten. 

A year later though, | was scraping the 
bottom of my project barrel in search 
of something to do to keep me sane 
through another day, week, or month of 
quarantining, and that faint ember of an 
idea reignited. 

‘How hard could it be to build something 
to decode that optical sound track?’ | 
thought to myself. 

Heh, famous last words. 


THE OLDEN DAYS 
Before | get into my thought process 
on building an optical audio decoder, | 
should probably explain how optical sound 
tracks work. 

The squiggle running down the centre of 
the track is a visual representation of the 
sound that goes with the film. Every one of 


Right — 
Letter punches 
let you add text 
to a surface 


its undulations corresponds to a sound- 
wave that wiggled its way through the air 
at the time the film was recorded. 

To turn those undulations back into 
something we can hear, movie studio 
engineers of a hundred years ago put a 
light source on one side of the film, and 
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LENS 


Left — 
My radiopunk speaker grill 


a light receiver on the other side of the 
tilm. As the sound track slides between 
them, some of the light shines through 
the squiggle and lands on the receiver on 
the other side. Since the squiggle varies in 
width, the amount of light landing on the 
receiver varies in a way that corresponds 
to the sound that was recorded. With the 
receiver translating this light signal into 

an electrical signal, one only needs an 
amplifier and a speaker to further transform 
it into something audible. 


DECODER DESIGNING 

When that technology was first devised in 
the late 1920s, the engineers did all of this 
with incandescent bulbs and specialised 
vacuum tubes, but |, a home tinkerer a 
century later, had more options. 

My thought was that | could put an LED 
on one side of the film, and a photoresistor 
on the other side. | have literally hundreds 
of each at my disposal. Easy, right? In 
theory, yes. In practice, well... — 
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FEATURE 


Let's go back to the squiggle. If we look 
closely at it with the aid of a magnifying 
glass, we will see that within its many 
undulations, there are even tinier waves, 
many thinner than the breadth of a human 
hair. If we simply cast light as wide as an 
LED on that, our receiver will translate the 


sum of those waves Into sound all at once. 


The audio will end up indistinct, in much 
the same way It’s difficult to understand 
what a friend is telling you while hanging 
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out in a crowded room with dozens of 
conversations happening. 

To hear the audio clearly, we need to 
shine light on just one tiny undulation at a 
time. I'll admit that coming up with a way 
to do this baffled me a bit. | had an idea 
churning around in my head about trying 
to cut a thin slit in aluminium foil when a 
friend asked me If | had considered using 
disposable razor blades. Razor blades, 
he said, are cheap, have a precisely 
honed edge, and 
are used in some 
optics experiments to 
create a narrow slit 
for laser light to pass 
through. Perfect. 

Working in CAD 
software, | designed 
some parts to hold an 
LED, a photoresistor, 
the film, and the 
razor blades, and | 





Left 
Tensioning springs 
hold the film in place 
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Left 

A 3D-printed part 
holds everything 
in place 


fired up the 3D printer. Hours later, | had 
a prototype. | installed the electronics, 
added some soft felt to be gentle on 
the film, clamped it In my vice, inserted 
a manageable length of film, attached a 
battery, pulled the film through and ... 
nothing. | didn't get a single sound. OK, 
back to the drawing board. 

My research suggested that maybe a 
photoresistor was not sensitive enough to 
work with the minute amount of light that 
passes through the narrow slit between 
the razor blades, so | went digging In my 
parts bins for a photodiode. Photodiodes 
are more sensitive than photoresistors, and 
they also respond more quickly to changes 
in frequency, so | figured maybe that would 
work better than the photoresistor had. | 
jumped back into the CAD software and 
redesigned my parts to hold the photodiode 
instead. Hours later, | had a second 
prototype. | assembled everything a second 
time, and headed out to the workshop with 
version two. 

| clamped it all in my vice again, 
attached the battery, inserted the film, 
and ... nothing. | was starting to get a bit 
discouraged, but on a whim, | attached 
a set of earbuds to the amplifier, stuffed 





























them in my ears, pulled the film through 
the device, and | heard something! It was 
faint, but it was there. In my excitement, 
and to make sure | hadn't imagined It, | 
pulled the film back and forth through the 
device several more times. It was muffled 
and indistinct, but unmistakable. | had my 
first hints of sound coming back to life from 
the decades-old film. 

| tweaked some things, narrowing 
the gap between the razors even more, 
swapped in a brighter LED, and pulled the 
film through again. Goosebumps rose on 
my arms. The sound was still extremely 
quiet, but | could just begin to make out 
something that sounded like a voice. 


LEAVING FAMILIAR TERRITORY 

It was a promising start, but still a long 
ways from anything remotely intelligible. 

| needed to do more thinking. One night a 
few days later, | was chatting with a friend 


Right — 
An LED supplies light in place 
of the traditional bulb 


Left 
Panel mount LEDs 
make great retro- 

looking indicators 


about the project, 
and he offered up 
something known 
as a transimpedance 
amplifier as a 
suggestion. He said 
it would be more 
sensitive than my 
photodiode, and tried 
explaining how they 
work and how to build 
one but I, not being 
an electrical engineer, 
might as well have 
been a brick wall. 
‘Don't worry,’ he said. ‘You can just buy 
one. Go look for an OPT101.’ 

| went looking and found out a couple of 
things. For one, | learned that an OPT101 
is an integrated circuit that combines a 
photodiode and an op-amp in one package. 
For two, | learned | could get them for 
a few dollars apiece online. | ordered a 
couple and waited. 
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Above | 

This can play the 
audio backwards 
because...why not? 





They arrived about a week later, and | 
got back to work. | redesigned my parts in 
CAD, printed them, installed the electronics 
and razor blades, and headed back out to 
the garage. With the contraption held in my 
vice yet again, | pulled the filmstrip through 
and out of the speaker came a loud, buzzy 
voice. This time | could almost make out 
what it was saying — something about 
sodium. Goosebumps again. 

| soent some more time making 
adjustments and tweaking things, 
and pulled the film again in what was 
becoming almost a ritual. — 
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From the speaker came the voice of a 
man with a British accent, and he said: 

“If a compound containing sodium is 
inserted into the reactor...” 

| couldn't help but laugh with excitement. 
| almost couldn't believe it. | had actually 
done it. This man, who was probably 
decades in the ground by now, was 
speaking to me in my very own garage. 
Someone once called me a techno-witch, 
and for once, | felt like it was true. It was 
like | had performed a séance, and here was 
this ancient disembodied voice explaining to 
me how to make sodium isotopes. 


































ARTISTIC LICENCE 

When | began the project, | hadn't really 
considered where It would go beyond this 
point. | just wanted to see if | could decode 
an optical sound track, and | had. It was 
cool as hell though, and | figured | should 
do something with it. | soent the next few 
weeks indulging my creative impulses, and 
bit by bit, things came together. | didn't 
want to deal with dozens or hundreds of 
feet of film, so | decided to make loops 

of film similar to how some electronic 


Left Below 

A wooden box The audio is 
houses the audio the wiggle on the 
parts of this project right-hand side 





52 HackSpace 





musicians use loops of tape from an audio 
cassette. Because the technology for 
playing optical sound tracks originally dated 
to the late 1920s, | wanted the project to 
have the look of what, for lack of a better 
term, I'm calling radiopunk — that aesthetic 
of darkly stained wood, chunky bakelite 
knobs, and polished metal you find on very 
old radio sets. 

To drive the film, | chose to use a stepper 
motor because it’s a simple matter to 
control their speed in a precise way using 
an Arduino, which is one microcontroller 
| can actually write code for. This was 
the easy route, but it was maybe not the 
most ideal solution either. Stepper motors, 
as their name suggests, move in steps. 
Those steps mean the motor’s motion 
isn't perfectly smooth, and in the decoder, 
it means there is some audible distortion 
when it plays a sound track. | could 
probably solve that with more sophisticated 
electronics, or through some additional 
mechanical parts, but sometimes you Just 
have to call a project done. I'll save those 
ideas for my next optical audio project, 
and if anyone asks about the motor noise 
on this project, I'll tell them it’s part of the 
aesthetic. That's one advantage of people 
thinking you're an artist. You can make 
things up, and they have to believe you. 

Now that it’s done, | don't really know 
what I'm going to do with it. | suppose I'll 
hang it on the wall in my living room, and 
if guests come over, 
they can try it out, and 
learn how to make 
isotopes, one film loop 
at a time. 





Right 

The finished 
project ready to 
be wall-mounted 





I had actually done it. This man, who was 
probably decades in the ground by now, was 
speaking to me 1n my very own garage 
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HackSpace magazine meets... 


Eben Upton 


The boss of Raspberry Pi explains what this 
Pico malarkey is all about 


fter years of blood, sweat, 
and tears, we can finally 
talk about Raspberry 

Pi Pico in public. It’s 

the first entirely new 

jo) cofehe lol macoyeeM@at-lsjo)el-veai 
Pi, designed entirely in-house to doa 
specific job: put the ability to make smart 
devices into as many hands as possible. 
If you want the technical details, page 30 
is the place for you. If you want the 

jo) aul Koysto)o) au lor-Vme-l.¢-mopemd aubaleromn\elem ol-ac-ye 
to talk to than Eben Upton, Raspberry Pi's 
benevolent overlord? We spoke to him 

ja qoyenm eb tow ae) i Key nice bxo)bi ance) Kor- yale e-)hame(=1-30) 
in the Fens about what Pico is, what it 
does, who it’s for, and why it was worth 
SJol-vaKenbalemaebllbleyatsmuomel-ar(-¥lo)o mimes 
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Eben Upton 


INTERVIEW 


HackSpace Bate) i: RR Osetia oe Cory 
Is it just the latest version of the 
Raspberry Pi? 


It's a microcontroller board. 
The easiest way of differentiating it from 
a Raspberry Pi is that, unlike a 
Raspberry Pi, it’s not a platform you 
develop on; it’s a platform you develop 
for. So it needs a host, and Raspberry Pi 
is a good host. 

Sar(chavadebbelemn/\(-maat-¥.q-m kow-lololenmosanateppate 
more capabilities to people who wouldn't 


have thought of themselves as engineers. 


Raspberry Pi has been very successful at 
1d ok-} mm ol-Yor- | Uks{-m A ar- 1 UKobn\éoms ol Lo) 0) (-mcomelomr-y ave! 
(cova alo-yolet-\omsiabeemme Mel-mi\salo)K-m cova lemeyi 
[Cortex-] A class devices — 

Raspberry Pi and its maker 
competitors — does that really 

s/c) 0 Ban sa Koco Eswr- lololehal oy anaepnavemaer-) 

same capabilities to people who 

want to get to an even lower level. 

So people who want to run code 

on bare metal... 

PXouabt- lib) Amicolemer-velabeemelele(-moy-ta~ 
metal on Raspberry Pi, but it’s 
designed to have a big operating 
system in the way. Which is good, 
because it brings lots of features, 
but is bad because it brings, for example, 
Wa keYol roy me l-ecyanebbantsialomt-le-yeleaiame Mat-las 
id oX-m ab lor-mdabbalem-Vololehanneblongeleroyahuceya l=) asm 
b’Gole te abale- mo) colepa-leemr-balcmharsyhacmael-3q- 
jefe) Ubbater-Me} od Obe-balemdet-meeteyeel-yolmndel-mes—a1@ 
changes, it goes and does something 
else. When we Say ‘the moment’, you can 
localise what ‘the moment’ is down toa 
Jak=baXe bau) me) mp ak-)eols{-\oroyaletswmn's\d abled eM ico) bmer- 10) 
never do on a proper computer, right? 

So it brings deterministic latency, 
Vak-VeoleLOK-m beh oloummr-vele Maa eromor-vemelome lon selce) 
very low levels of power consumption. 

Also, it’s mechanically smaller than 
everything else we make. Even the board 
itself is mechanically smaller than 
everything else we make. 


Ei] How does it fit alongside the rest of 
Raspberry Pi's wares? 


It’s useful to put it alongside 
Raspberry Pi 400 and Compute Module 4 
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actually, in terms of what it does to the 
business. Each of them is an extension 
of Raspberry Pi in the direction that 
we're already travelling in. 

Compute Module 4 is about people 
sd Koma i\e-Vehancome (od el-menlelntael-vaxeyanat-beler~ 
embedded stuff that Raspberry Pi 
has become very popular for, but 
in their own form factor with more 
(ol UE} Ko) nab tst-Lacoyalmaek-lanicole mer-bel melon hele: 
(ole) c= 9) Kole hb lone 

|at-tsy0)0\-30 ai al oo W010 Eoer- lolelenmetssnave| 
Raspberry Pi as a PC. It’s for those who 
want a uncompromised PC experience. 

Pico is going in the other direction: 
people who want to be even more deeply 
cVaalorcxeeK=ve Mud ek-elr-Wat-Ts}0)01-3 6a! Alas me) are | 


It's ideal for jobs 
like controlling 
strings of LEDs, 


polling sensors, and 
writing values on to 
SD cards 





(Ofoyanyolencqw ly Colehbd (Maem is ek-1mer- vem Comer ntc= 
to them? 


[2] That sounds like it's aimed at people 
who are already comfortable with 
onc r-vebakem-yenlor-vecel-leme(-\aler-tow 


It's for new developers as well as 
more experienced ones: that’s why 
you can choose to use it with either C 
(oh a Kos Ko) satad elo) ae 

We are not recommending that your 
average Joe’s first exposure to this 
product is using C. Those days are just 
Jo= ey bale mnetsw ele) \am Wal m@mssle(-Moyandevbelersw rs 
for people who are already familiar with 
embedded devices; the MicroPython 
side is for beginners. 

We've split the market into two bits: 
there’s a bit we’re addressing with C, and 
for that, we want the best possible C 
S} B) Gas oo) ar mofo) a mo) mmstoye al) ololeaiar=) E{-MMm Wale! 
id eX-yeMm'colUmrc-me le) ml ol-Lepheba-sacme-veXemael-marepant 
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answer for beginners is a high-level 
language, particularly MicroPython. It’s 
Fe Wole) aksion Kole ksmey aleylor-mar- Vale Mm mcmey alm aat-lanli> 
made to ensure that access to Pico is as 
easy as possible. 


EEG] What sort of things do you envisage 
people will be doing with their Pico after 
they’ve had a play with it? 


I hope they’ll be using them for... 
Vi Mdal-mdabnetetcmdeX-aimelom \sheemoldel-ys 
microcontrollers. There’s that whole 
sea of things that are a bit low-power 
and a bit small. It’s ideal for jobs like 
controlling strings of LEDs, polling 
sensors, and writing values on to 

SD cards. I genuinely think 
there'll be a subset of the things 
joX=Xo) 0) (-eKomn ahd eM at- ls} 0) 01-1 0a) al aa Esp 
and people will migrate from 
Raspberry Pi to Pico. 

If you want to make a logging 
weather station, for example, 
maybe you want to doitona 
Pico, because it'll consume less 
joXohi\(=y mm Cob mer-valmo)colepe-vecms anne! 
| arad eXoyelmexe) obal-Loumr-¥ 0 Md aXomcr-peel= 
sensors to it, and in fact, there’ll 
be some analogue sensors 
1d ak-1mn'co)b mero) l Ke balm more) au e-cel MiKo RaRerybelenr- 
Raspberry Pi. All these sorts of maker 
projects are ideal for a Pico — the maker 
projects that care more about power and 
SJ PAcwadak-veue-lole loan ol-yecoyanet-beler-n 


[FJ And presumably the projects that 
(oKobomar-Coagut-ViR'aal-\-(omr- Mall lmereyeeholunc-ya 
operating system? 


There’s lots of stuff. If you want your 
hahiaeceyauaal-venascoyareloybelemeroyenyoleln-yanvatssceyel 
fo} axstoyanX=1d abu ate Mm oyao)oy-lovaiaidel-Wat-tsj0)e\-se aaa 
is the platform for that, because you can 
na¥s} 10 O) oy) OAVAr- Valour: Molepaledameymeldal-ve 
stuff really easily and start working 
away really quickly, far more quickly 
idek-)ou’(ole meoroye lke mo) elr- i a Leroy 
JLUhmoyalmaat-Moldel-yauet-)aleMmicolemer-VeMauleleyai 
a battery for a lot longer on a Pico. So 
sometimes there'll be a project that will 
run just as well either on a Pico or ona 
Raspberry Pi, then it’s a straight trade > 


Bae 


a La 


t f 


a Bat-Malelaim it-laveler-(e[-J| 
for beginners is a 
high-level language, 
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It's important to emphasise that 
this Is a different thing from 
Raspberry Pi. Nothing we've ever 
done before has been different 
from Raspberry Pi. This is the first 
time we ve done something new in 
our entire history. 
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Eben Upton 


INTERVIEW 


between the size of the battery and the 
ahebneloy=) Moya alolbbacmoyame)colehe-vacveasnetemdat-lannt 
takes to do it. The Raspberry Pi is really 
easy to hack stuff together on, but at the 
hake Moyana al-Mek- hi Anicole mer-vala me[-var-h/ie-hiana coy ee) 
id aX-wee-lonmnsat-lan'colemc-maebebebbalemame)em- aen 


[E&J Do you have a comparison for how 
much longer a device will last if it’s built 
on a Pico compared with, say, a 
Raspberry Pi Zero? 


I think that 10x is plausible. You're 
talking fractions of milliwatts rather 
id ak-velme a: (one Koya lowe) mr-in\e-1i mam Cole mor. ball ol-t-1 are 
Zero down to a few hundred milliwatts, 
Jo) 0 aa'(o)b mor-)all ol-t- lane antsmdabbeXemelohi'salmconr- 
few milliwatts. I’d say 10—100~x longer, 
(oK=)or-yaXebbalemeyaMn'sat-lmn'gelema-meloybalen 

him (ohbmachem-WA-ycomat-lmelelemhanane| 
consume a watt and a bit, it won't be two 
watts. Probably not less than a watt. If 
you overclock a Pico and you run it flat 
(ol bhomdeX-)eMnicoye moro) b le Meoroyekcaepeel-mLOLO Mm Ko myAOLO 
milliwatts. So I guess the answer is that 
it depends on how much time spent 
idling the device is going to be. If they’re 
running flat out, there’s a factor of 10 
between them, whereas if they’re both 
idling, the Pico will consume roughly 
100 times less power. 


HS RYE GRIGCE ya Chien) | 
the Pico? 


First of all, there’s the price. Cost is 
about accessibility. You don't want a 
world where either people have to pay 
SWAOM Koh r= Wanblot colere)ahace)i(-sanoler-Vaemmoyan-y > 
they can’t get one, or that they only get 
one, or a world where they’re then forced 
to buy clones of products that are of 
dubious quality. We want to provide 
(oh E-V eng! ar-vale Moroysjancolel-i 4 a\-) an belo) eX-m 0) t-(el-y 
We have 256kKB of RAM, 2MB of flash, 
and two cores at 133MHz. But the big 
feature that it’s easy to overlook is the 
price. In that respect, I think you can see 
sh ol-vh ate Moxoyaaho\-VONHAic-mi suse bualoye-lavel-tel 
microcontroller boards. What was a 
really key goal with this product was to 
/oX=Woy aX -¥-)ol-yandet-bame-veniaeeneelemicolomer-)nMmolenys 
on AliExpress. Because it’s about access. 
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We're bringing the Raspberry Pi 
brand values to the microcontroller 
loXey- 1X6 ms} oy-Lel-my Wale Mnn'sat-lar-)c-melepaloya-lavel 
values? Well, we make very high- 
performance products. We make very 
low-cost products. And we make 
really well-engineered products. It’s 
always those three with Raspberry Pi 
products. You have to be cheapest, you 
have to be the best, and best is fast and 
beautifully engineered. And Pico is 
beautiful, because it’s another James 
PNo E-Vaatswy 0) ce) (-1eam 

SW ol-mi'é-\iaealcm oletspbete Mm \coyd.¢cmbatspcel-maal-) 
system, you can have one Arm core 
si\agumbelemact-yeeloyaimur-lmolelem-beleme)al-wAUaenl 
(Leva em abhavannace mant-vaele)aiaak-|meleimmicolumer-ta) 
Jak-\i@=mad oX=m DJ PAW) oLopbal-more)oyia bale me) al-moyameyi 
saaX=ye0Ko) aia come- peo) del-y am-pelomdet-larer-veur-¥ il 
Jak- yo) ol-yelr-landeXcmcr-beel-maneelcy 

|=ar(cyqiauabeelemer- bal et-}o)ol-yemr-lmd el-mst-leal:) 
time because of the way that we have a 
fully connected switch. There are no 
bottlenecks in the chip, so it can run at 
full tilt. 

What else? Having two completely 
symmetrical processors. There are a 
lot of multi-core processors, but they 
tend to be asymmetrical. They tend to 
Jak=\iccr-bale-} 0) 0) bKer- Lake) eMexe) d-var- Vell, C-apnat-hidel-r 
Valemr- Mm ol-yahoyal-ya-1 maek-ver-(e[-yeel-yahmereya-me- tel 
MO maybe. We've gone for a different 
approach, where everything about the 


architecture is smooth and symmetrical. 


And very easy to understand. Because 
of the way the arbitration works, you 
can reason very precisely about what 
dob smod ob go EoMeloybalem Komelomeyam-lehimelnic-ye} 
(od KoYo) area (0) (=e 


HS AMV BGR eierlyarrite 


Well we've got performance, quite a 
lot of MIPS and memory, but we've also 
given you predictability. You can go 
close to the edge without falling off. If 
you have some real-time task, you can 
(ofom ale) ohmbyom-velcmetsy-m 0] 0h mo)yini at~ 
performance. 

If you have non-determinism, you end 
bho o)celepa-beabecubelembamr-Weat-}aepsnMKom-LererelbbeuT 
for that. You can’t run the system flat 
out, so at say 70% of performance it 
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starts to slow down, you know why and 
you know what you have to do. This 

(oy aK omomeK=ts9 (ep eX-re com ol-vacoygeemale)olancomdel= 
/henbacswe) im haswer-)oy- (enna A 


[2] Why release this now? 


aksw ba ay ole) ae-lehancom-yeeyo)ek-loyisi-maet-land Nhs 
is a different thing from Raspberry Pi. 
Nothing we've ever done before has been 
different from Raspberry Pi. This is the 
first time we've done something new in 
our entire history. The first time we've 
(oKoyat=wsyo)netcad abe aemeroyenyo) (ec aimalcni A 

Almost everything else we do is 
about making Raspberry Pi better, 
making accessories for it, polishing the 
platform. And while it’s satisfying, it’s 
also very linear, very incremental. 

So, after nine years polishing 
one platform, it just felt like time to 
(oKorsxo)naXcd epbeXe Mobbec-y a=) RGM Nimcw ol-1-) ame! 
foLoy any 0) bkor- lactone) colene-beabeel-Me-)am->.qe\-vansyArc=) 
programme, but I think it’s been worth it. 


[35] When you say Pico was ‘expensive’ 
to create, how expensive are 
you talking? 


Somewhere in the region of £3-4 
aanlUbCoyalmcoMeK=s<y(opelmaal-melebg on 


fF] But why? You can buy a bunch of 
chips off the shelf and design a board 
Vale met hic-M- Men act-Lmy ey cele nt tea a 


You want to make something 
perfect, and in this space, there’s no way 
to make a perfect thing without making 
your own silicon. There’s a reason why 
1d aX-moldel-yaueqepamereyeehoy-lehimelel-\-mdeulsmea lel oni, 
It’s not that they want to save money. 
They have margin to burn. If they 

id eKolbcep ohana at-yimrexeloy (om nnt-¥.¢-mepa-t- lanl) F-\ers 
using Intel chips, they wouldn't make 
their own silicon just for the vanity. 
They do it because it’s what it takes to 
make a great product, and this is the 
same thing. 

BW ot-hasmd elmo) ental (-\e[-Moyan ice) .ebelenmr-li 
Raspberry Pi. You get to watch a great 
team do great engineering. And they've 
done it again with the Pico! O 


i) 
© 
> 
) 
2 
< 


What will you 


make with 
your Pico? 




































FEATURE 


~ @geekybodhi 


Mayank is a Padawan 
maker with an 
Tae=\do)at=\ini=t-lare)me alice 
He likes to replicate 
rl Youd ge) alem eeli(e (se 

and gets a kick out 

fo) im at=\e1.dl ale m=\VA-)aVcer= WV, 
objects creatively. 


Improviser's Toolbox: Magnets 





Mayank Sharma 


nda Koleretamimanlteliimalelm@el-M(-) a 
apparent, you are surrounded 
by magnets and everything, 
from the computer to your car, 
Vole Cola mami erate delim e)ae) ol-1ahv 
without them. In fact, our entire 
planet Is like one big magnet. The Earth's iron core 
FSuasielaqolelare(-tom e)vaale)maate)ic>lamice)amcar-lanlcmanrenyiale 
around it, creating an electric current that generates 
a magnetic field around the planet. This gives the 
‘o)f-laloyar-maarele|al>ydremale)auam-lalom-maat-le]al-1ilemsveluiaa 
which, as we all know, is what the needle on a 
compass points to. 

Surprisingly, despite its scale, the Earth's 
magnetic field is extremely weak — hundreds of 
times weaker than a typical bar magnet. But still, 
several animals can sense It. For instance, birds 
and turtles are known to navigate using magnetic 
fields and, according to some fairly recent research, 
magnets can repel sharks and rays. 


"ALTHOUGH MOST OF THE MAGNETS AROUND 
YOU ARE MADE OF IRON, THEY CAN BE MADE 
OF ANY MATERIAL AS LONG AS THEY HAVE 
UNPAIRED ELECTRONS” 


Kids have always been fascinated with magnets, 
but physicists understand them pretty well, for 
the most part. So, for instance, scientists know 
that magnetism is the result of magnetic fields 
dar iemarclaelecli\Vanecleltchd-mige)anmualom=1(-Yean ler] | ameial-1ae[=10) 
particles that make up the atoms. They also know 
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idar-iandalomanlessyarero) aalanlelamant-lelarcidlemilel(elsme)aleliarciis 
from electrons, which are negatively charged. 

Nalmarelatsaat-le]alcydremaar-it-ia(-liswmuatomaatclelal-lalemil-ylels 
of electrons point in different directions and cancel 
each other out. In magnetic materials, the fields 
all align in the same direction. The physicists have 
aalulndle)iom=».4e)(-lar-lalolalsm-] e\elUane\vantalomaalclelalcvalemileilels 
align in the same direction, which also helps explain 
how magnets behave. 

What still remains a mystery though is why 
eye] aukeitotom=)aalimmaat-\e)al-1u(emial=1(e lcm laments Mmilesiae)iclelcy 
and why do magnets always have a north and 
olunuam ele) iov4 

solu mer-|amereiar- mu nntcle|arclar-\smaat-lahvanelaals\om-lsm 010 
wish and the pieces will still have the two poles. 
However, hammering it or heating It up will cause 
it to lose its magnetic properties. That's because 
these actions cause the particles to lose their 
elite lavaats)aiar-laleme|(-lar-lar-lare(-remlame-lale(olaamella-ve1s[elalse 

ZN haatelele|aaalessianeymsalsmpat-lelal-iesm-lcelelale mel m-I a> 
made of iron, they can be made of any material as 
long as they have unpaired electrons. That includes 
many metals and alloys, such as neodymium. 

Naeclo(olhdxe)ammcomat-)a0le-1|\axelerelelaalaremaat-lejalclesmmic) 
also have electromagnets that use electricity to 
create their power of magnetism, which can be 
turned off simply by killing the electricity. Powerful 
electromagnets are used in high-speed Maglev 
trains, to make the trains float over the tracks, 
reducing friction. The technology Is also popularly 
used for propelling rollercoasters. 

Here are some interesting builds that make clever 
UhsYome)im aatelelalciece 


Project Maker 


GARY FIXLER 


Project Link 
latsJnarele Mexeyd ate] o].¢-1 010) of) 


—— 


Below 

Although he prefers 
the clear cube, Gary 
Jule fe f-\-1 Mole m-Ja ele] (e| 
F-Je) eo) Wa tal=Mexe) (ol Ug 
labels to enjoy it like 
a real puzzle 
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e think a Rubik’s Cube is one of 
the best puzzles and, while Gary 
Fixler isn’t the first to custom- 
build one, his version is 
one of the most visually 
arresting. Gary's magnetic version of 
the original Rubik's Cube is made 
with 27 acrylic cubes and, instead 
of screws through springs, uses 
iets mal-tore\aaaltelaamelisvomantelelar-1esy 
(CrTavarsy.4e)iclielsintatcl@alomilectt 

mocked up a version in the Maya 
1 Do l=\-s(elam-] 0) emcomile lel comelelmnnal= 

ole) F-laidkexsme) mm talomant-lelalsieseurclalemale) 
only began working on the project 
once he was satisfied his cube 
would remain sound, even as faces 
were spun all around. The project 
TaN e) Nic tsurc lO) Ome lal alemr-laremellel laren 
Talon Gre lava aliom ee 1u(slaleWarsd.delcllarcre. 

the entire process in great detail. 
Besides getting the polarities of all 
uals maarelelalcecm ale |alemdarsmcelele]al-\svaey-]al 
was the intricate drilling in the acrylic 
cubes, which took some missteps 
before he got it right. He first created 
the central piece and the six pieces that 
attach to it, before attaching the twelve 
edge pieces, and the final eight corner 
pieces. “It was a lot of fun to build, is not 
nearly as easy to handle as a well-lubed 
Assembly Cube, but is in its own way, quite 
pretty and enjoyable,” writes Gary. — 


| 
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Improve your skills, learn something new, or just have fun 
tinkering — we hope you enjoy these hand-picked projects 
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aa MAKING | 
keyboard computer 


Start your journey to craftsmanship 
ae with these essential skills 
Wks) 
PARAMETRIC 
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Use FreeCAD to create a 
customisable, 3D-printable 
project box 
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CREATURE § | DITHERING. CONTROLLER 


SUT Cem-Melal(ee(-muelele ate Use Pico to get extra range Upgrade your laser cutter 
sensitive instrument : from WS2812B LEDs with a Raspberry Pi 











Traffic light controller 
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Create your own mini pedestrian crossing system using multiple LEDs and a push-button 
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Figure 1@ 
A basic three-light 
traffic light system 
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icrocontrollers can be found 

in almost all the electronic 

items you use on a daily basis — 
including traffic lights. A traffic 
light controller is a specially built 
system which changes the lights on 
a timer, watches for pedestrians looking to cross, and 
can even adjust the timing of the lights depending on 
how much traffic there is — talking to nearby traffic 
light systems to ensure the whole traffic network 
keeps flowing smoothly. 

While building a large-scale traffic management 
system Is a pretty advanced project, it’s simplicity 
itself to build a miniature simulator powered by your 
Raspberry Pi Pico. With this project, you'll see how 
to control multiple LEDs, set different timings, and 
how to monitor a push-button input while the rest 
of the program continues to run using a technique 
known as threading. 


For this project, you'll need your Pico; a breadboard; 


a red, a yellow or amber, and a green LED; three 
330 @ resistors; an active piezoelectric buzzer; anda 
selection of male-to-male (M2M) jumper wires. You'll 
also need a micro USB cable, and to connect your 
Pico to your Raspberry Pi or other computer running 
the Thonny MicroPython IDE. 


A SIMPLE TRAFFIC LIGHT 

Start by building a simple traffic light system, as 
shown in Figure 1. Take your red LED and insert It 
into the breadboard so it straddles the centre divide. 
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Use one of the 330Q resistors, and a jumper wire if 
you need to make a longer connection, to connect the 
longer leg — the anode —- of the LED to the pin at the 
bottom-left of your Pico as seen from the top with the 
micro USB cable uppermost, GP15. If you're using a 
numbered breadboard and have your Pico inserted at 
the very top, this will be breadboard row 20. 

Take a jumper wire and connect the shorter leg — 
the cathode — of the red LED to your breadboard's 
ground rail. Take another, and connect the ground 
rail to one of your Pico’s ground (GND) pins — in the 
Figure 1 wiring diagram, we've used the ground pin 
on row three of the breadboard. 

You've now got one LED connected to your Pico, 
but a real traffic light has at least two more for a 
total of three: a red light to tell the traffic to stop, 
an amber or yellow light to tell the traffic the light is 
about to change, and a green LED to tell the traffic it 
can go again. 

Take your amber or yellow LED and wire it to your 
Pico in the same way as the red LED, making sure 
the shorter leg is the one connecting to the ground 
rail of the breadboard and that you've got the 3302 
resistor in place to protect it. This time, though, wire 
the longer leg — via the resistor — to the pin next to 
the one to which you wired the red LED, GP14. 

Finally, take the green LED and wire it up the same 
way again — remembering the 330 @ resistor — to pin 
GP13. This isn't the pin right next to pin GP14, though 
— that pin is a ground (GND) pin, which you can see if 
you look closely at your Pico: the ground pins all have 
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a square shape to their pads, while the other pins 
are round. 

When you've finished, your circuit should match 
Figure 1: a red, a yellow or amber, and a green LED, 
all wired to different GPIO pins on your Pico via 
individual 330 Q resistors and connected to a shared 
ground pin via your breadboard's ground rail. 

To program your traffic lights, connect your Pico 
to your Raspberry Pi or other computer and load 
Thonny. Create a new program, and start by importing 
the machine library so you can control your Pico’s 
GPIO pins: 


import machine 


You'll also need to import the utime library, so you 
can add delays between the lights going on and off: 


import utime 
As with any program using your Pico’s GPIO 
pins, you'll need to set each pin up before you can 


control it: 


led_red = machine.Pin(15, machine.Pin.OUT) 


led_amber = machine.Pin(14, machine.Pin.OUT) 


led_green = machine.Pin(13, machine.Pin.OUT) 


These lines set pins GP15, GP14, and GP13 up 
as outputs, and each is given a descriptive name to 





Always remember that an LED needs a current-limiting 
resistor before it can be connected to your Pico. If you 
connect an LED without a current-limiting resistor in 
place, the best outcome is the LED will burn out and no 
longer work; the worst outcome is It could do the same 
to your Pico. 
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make It easier to read the code: ‘led’, so you know 
the pins control an LED, and then the colour of 
the LED. 

Real traffic lights don't run through once and stop 
— they keep going, even when there's no traffic there 
and everyone's asleep. So that your program does the 
same, you'll need to set up an infinite loop: 


while True: 


Each of the lines beneath this need to be indented 
by four spaces, so MicroPython knows they form => 
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Figure 2 © 
A puffin crossing 
traffic light system 
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part of the loop; when you press the ENTER key 
Thonny will automatically indent the lines for you. 


led_red.value(1) 
utime.sleep(5) 
led_amber .. value(1) 
utime.sleep(2) 
led_red.value(Q) 
led_amber . value(@) 
led_green.value(1) 
utime.sleep(5) 
led_green. value(Q@) 
led_amber . value(1) 
utime.sleep(5) 
led_amber . value(@) 


Click the Run icon and save your program to your 
Pico as Traffic_Lights.py. Watch the LEDs: first the 
red LED will light up, telling the traffic to stop; next, 
the amber LED will come on to warn drivers the lights 
are about to change; next, both LEDs switch off and 
the green LED comes on to let traffic know it can 
pass; then the green LED goes off and the amber 
one comes on to warn drivers the lights are about to 
change again; finally, the amber LED goes off — and 
the loop restarts from the beginning, with the red 
LED coming on. 

The pattern will loop until you press the Stop 
button, because it forms an infinite loop. It’s based 
on the traffic light pattern used in real-world traffic 
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control systems in the UK and Ireland, but sped up — 
giving cars just five seconds to pass through the lights 
wouldn't let the traffic flow very freely! 

Real traffic lights aren't just there for road vehicles, 
though: they are also there to protect pedestrians, 
giving them an opportunity to cross a busy road 
safely. In the UK, the most common type of these 
lights are known as pedestrian-operated user-friendly 
intelligent crossings or puffin crossings. 

To turn your traffic lights into a puffin crossing, 
you'll need two things: a push-button switch, so the 
pedestrian can ask the lights to let them cross the 
road; and a buzzer, so the pedestrian knows when it’s 
their turn to cross. Wire those into your breadboard 
as in Figure 2, with the switch wired to pin GP16 and 
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An easy way to visualise 
threads is to think of each 
one as a separate worker — 


in a kitchen Le 


the 3V3 rail of your breadboard, and the buzzer wired 
to pin GP12 and the ground rail of your breadboard. 

If you run your program again, you'll find the button 
and buzzer do nothing. That's because you haven't 
yet told your program how to use them. In Thonny, go 
back to the lines where you set up your LEDs and add 
the following two new lines below: 


button = machine.Pin(16, machine.Pin. IN) 
buzzer = machine.Pin(12, machine.Pin.OUT) 


This sets the button on pin GP16 up as an input, 
and the buzzer on pin GP12 as an output. Remember, 
your Pico has built-in programmable resistors for its 
inputs, which run as pull-down resistors by default; 
if you were writing this program for a different 
microcontroller development board, you might need 
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to configure the programmable resistors manually — or 
even place a physical resistor on your breadboard. 
Next, you need a way for your program to 
constantly monitor the value of the button. Previously, 
all your programs have worked step-by-step through 
a list of instructions — only ever doing one thing ata 
time. Your traffic light program is no different: as it 
runs, MicroPython walks through your instructions 
step-by-step, turning the LEDs on and off. 
For a basic set of traffic lights, that’s enough; for 
a puffin crossing, though, your program needs to be 
able to record whether the button has been pressed 
in a way that doesn't interrupt the traffic lights. To 
make that work, you'll need a new library: _thread. 
Go back to the section of your program where you 
import the machine and utime libraries, and import 
the _thread library: 


import _thread 


A thread or thread of execution Is, effectively, a 
small and partially independent program. You can 
think of the loop you wrote earlier, which controls the 
lights, as the main thread of your program — and using 
the _thread library you can create an additional thread, 
running at the same time. 

An easy way to visualise threads Is to think of each 
one as a separate worker in a kitchen: while the chef 
IS preparing the main dish, someone else is working 
on a sauce. At the moment, your program has only 
one thread — the one which controls the traffic lights. 
The RP2040 microcontroller which powers your Pico, 
however, has two processing cores — meaning, like 
the chef and the sous-chef in the kitchen, you can run 
two threads at the same time to get more work done. 

Before you can make another thread, you'll need 
a way for the new thread to pass information back 
to the main thread — and you can do this using global 
variables. The variables you've been working with 
prior to this are known as local variables, and only 
work in one section of your program; a global variable 
works everywhere, meaning one thread can change 


the value and another can check to see if it has 
been changed. 

To start, you need to create a global variable. Below 
your buzzer = line, add the following: 


global button_pressed 
button_pressed = False 


This sets up button_pressed as a global variable, 
and gives it a default value of False — meaning when 
the program starts, the button hasn't yet been 
pushed. The next step is to define your thread, by 
adding the following lines directly below — adding 
a blank line, If you want, to make your program 
more readable: 


def button_reader_thread(): 
global button_pressed 
while True: 
if button.value() == 1: 
button_pressed = True 


The first line you've added defines your thread and 
gives Ita name which describes Its purpose: a thread 
to read the button input. Like when writing a loop, 
MicroPython needs everything contained within the 
thread to be indented by four spaces — so It knows 
where the thread begins and ends. 

The next line lets MicroPython know you're going 
to be changing the value of the global button_pressed 
variable. If you only want to check the value, you 
wouldn't need this line — but without It you can't 
make any changes to the variable. 

Next, you've set up a new loop — which means a 
new four-space indent needs to follow, for eight in > 
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total, so MicroPython knows both that the loop is part 
of the thread and the code below Is part of the loop. 
This nesting of code in multiple levels of indentation 
Is very common in MicroPython, and Thonny will do 
its best to help you by automatically adding a new 
level each time it’s needed — but it’s up to you to 
remember to delete the spaces It adds when you re 
finished with a particular section of the program. 

The next line is a conditional which checks to see 
if the value of the button is 1. Because your Pico 
uses an internal pull-down resistor, when the button 
isn't being pressed the value read is 0 — meaning the 
code under the conditional never runs. Only when the 


ri 


button is pressed will the final line of your thread run: 
a line which sets the button_pressed variable to True, 

letting the rest of your program know the button has 

been pushed. 

You might notice there’s nothing in the thread to 
reset the button_pressed variable back to False when 
the button Is released after being pushed. There's 
a reason for that: while you can push the button of 
a puffin crossing at any time during the traffic light 
cycle, it only takes effect when the light has gone 
red and it’s safe for you to cross. All your new thread 
needs to do Is to change the variable when the 
button has been pushed; your main thread will handle 
resetting It back to False when the pedestrian has 
safely crossed the road. 
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Defining a thread doesn't set it running: it’s 
possible to start a thread at any point in your program, 
and you'll need to specifically tell the _thread library 
when you want to launch the thread. Unlike running 
a normal line of code, running the thread doesn't 
stop the rest of the program: when the thread starts, 
MicroPython will carry on and run the next line of 
your program even as it runs the first line of your 
new thread. 

Create a new line below your thread, deleting all of 
the indentation Thonny has automatically added for 
you, which reads: 


_thread.start_new_thread(button_reader_thread, ()) 


This tells the _thread library to start the thread you 
defined earlier. At this point, the thread will start to 
run and quickly enter its loop — checking the button 
thousands of times a second to see if it’s been 
pressed yet. The main thread, meanwhile, will carry 
on with the main part of your program. 

Click the Run button now. You'll see the traffic 
lights carry on their pattern exactly as before, with 
no delay or pauses. If you press the button, though, 
nothing will happen — because you haven't added the 
code to actually react to the button yet. 

Go to the start of your main loop, directly 
underneath the line while True:, and add the 
following code — remembering to pay attention to 
the nested indentation, and deleting the indentation 
Thonny has added when it’s no longer required: 


if button_pressed == True: 

led_red.value(1) 

for i in range(10): 
buzzer. value(1) 
utime.sleep(Q@.2) 
buzzer. value(Q) 
utime.sleep(@.2) 

global button_pressed 

button_pressed = False 


This chunk of code checks the button_pressed 
global variable to see if the push-button switch has 
been pressed at any time since the loop last ran. If 
it has, as reported by the button reading thread you 
made earlier, it begins running a section of code 
which starts by turning the red LED on to stop traffic 
and then beeps the buzzer ten times — letting the 
pedestrian know It’s time to cross. 

Finally, the last two lines reset the button_pressed 
variable back to False — so the next time the loop runs 
it won't trigger the pedestrian crossing code unless 
the button has been pushed again. You'll see you 
didn't need the line global button_pressed to check 
the status of the variable in the conditional; it’s only 
needed when you want to change the variable and 
have that change affect other parts of your program. 

Your finished program should look like this: 


import machine 
import utime 
import _thread 


led_red = machine.Pin(15, machine.Pin.OUT) 
led_amber = machine.Pin(14, machine.Pin.OUT) 
led_green = machine.Pin(13, machine.Pin.OUT) 
button = machine.Pin(16, machine.Pin. IN) 
buzzer = machine.Pin(12, machine.Pin.OUT) 


global button_pressed 
button_pressed = False 


def button_reader_thread(): 
global button_pressed 
while True: 
if button.value() == 1: 
button_pressed = True 


_thread.start_new_thread(button_reader_thread, ()) 


while True: 
if button_pressed == True: 
led_red.value(1) 
for i in range(10): 
buzzer.value(1) 
utime.sleep(Q. 2) 
buzzer. value(Q) 
utime.sleep(Q.2) 
global button_pressed 
button_pressed = False 
led_red.value(1) 
utime.sleep(5) 
led_amber . value(1) 





utime.sleep(2) 
led_red. value(0) 
led_amber . value(@) 


led_green.value(1) 
utime.sleep(5) 
led_green. value(@) 
led_amber . value(1) 
utime.sleep(5) 
led_amber . value(@) 


Click the Run icon. At first, the program will run 
as normal: the traffic lights will go on and off in the 
usual pattern. Press the push-button switch: if the 
program is currently in the middle of its loop, nothing 
will happen until it reaches the end and loops back 
around again — at which point the light will go red and 
the buzzer will beep to let you know it’s safe to cross 
the road. 

The conditional section of code for crossing the 
road runs before the code you wrote earlier for 
turning the lights on and off in a cyclic pattern: after 
it's finished, the pattern will begin as usual with the 
red LED staying lit for a further five seconds on top 
of the time it was lit while the buzzer was going. This 
mimics how a real puffin crossing works: the red 
light remains lit even after the buzzer has stopped 
sounding, so anyone who started to cross the road 
while the buzzer was going has time to reach the 
other side before the traffic is allowed to go. 

Let the traffic lights loop through their cycle a few 
more times, then press the button again to trigger 
another crossing. Congratulations: you've built your 
own puffin crossing! O 
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ou’ve probably guessed that we 

at HackSpace magazine are pretty 

excited about Raspberry Pi 400. 

Having a desktop-capable computer in 

a single keyboard unit for under £100 

is not only amazing, but also takes 
some of us older ones back to the time when this 
form factor was the norm. That said, does it deserve a 
place in the maker community? Obviously, the regular 
Raspberry Pi ‘credit card’ format is great for robotics 
and being nestled away out of sight. So what can 
makers do with the slightly larger 400? Well, there's 
plenty to keep you busy. Here’s some inspiration. 


PROJECT 1 

RETRO COMPUTING CONSOLE 

Let's start with one of the most popular uses for the 
Raspberry Pi range: classic gaming and computer 
emulation. Projects such as RetroPie (retropie.org.uk) 
and Lakka (lakka.tv) have made the otherwise 
complex setup of various console emulators an 
absolute breeze. A Raspberry Pi 400 is a great choice 
for emulating classic computers of the 1980s, such 
as the ZX Spectrum or BBC Micro (which after all a 
direct forerunner of the Raspberry Pi), as you have 
the computer and keyboard in a single portable unit. 
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Plus, there's plenty of free and legal software available. 
Check out Fuse for a great Spectrum emulator. 


PROJECT 2 

HOME AUTOMATION 

Again, the Raspberry Pi is a common choice for home 
automation projects. Combined with a small screen, 
a Raspberry Pi 400 can provide a compact console for 
controlling various aspects of your home. A popular 
platform is Home Assistant (home-assistant.io). 





You can download a ready-to-go image, burn it to an 
SD card, and be up and running in minutes. Home 
Assistant is compatible with a huge range of home 
automation and Internet of Things devices, including 
popular platforms like Philips Hue or IKEA TRADFRI 
for lighting, Sonos for audio, and sensor devices 
such as Nest. You can even build your own sensors 
using MOTT. 


PROJECT 3 

DESKTOP COMPUTER 

Raspberry Pi 400 is the fastest model yet. The 
addition of a large heatsink that runs almost the 
entire length of the keyboard has allowed the safe 
overclocking of the whole system, making it faster 
than Raspberry Pi 4. Add improvements in Chromium 
and you now have a realistic home computer that 
can be used for web browsing, YouTube, email 

and, with the amazing LibreOffice, a pretty decent 
machine for preparing documents, spreadsheets, 
and presentations. Of course, you're not going to be 
video editing or designing complex 3D models, but for 
casual use, you cannot beat the price. 


PROJECT 4 

SUPER-PORTABLE 

One of the great pluses of Raspberry Pi 400 is that 
it reduces the number of wires needed, especially 

if you use a Bluetooth or wireless mouse. Better 
still, some of the more advanced power banks can 
provide enough amps to power the whole system. 
Suddenly, you've got a portable computer for making 
on the move. We've already seen projects for small 
touchscreens that connect to the GPIO pins and can 
be angled. Put all this together and you can set up 
your Raspberry Pi workstation anywhere and for a 
fraction of the cost of a laptop. 


PROJECT 5 

ZOOM STATION 

Some of the most uttered phrases of 2020 must 
include “You're on mute” and “Can you see my 
screen?” For many of us, videoconferencing has 
become a daily way of life, not just with colleagues, 
but friends and family too. Why not set up a 
dedicated ‘Zoom Station’ so you can have meetings 
and chats in a more friendly environment? Just 

add a monitor, speaker, and webcam (many have 
decent microphones built-in). Raspberry Pi 400 has 
enough horsepower to happily run Zoom in the 
Chromium browser. With a big enough monitor, 
you can get the family around the table rather than 
squinting at a laptop screen. O 
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RIBBON CABLE 
£3.50 / thepihut.com 


Make any HAT fit nicely to Raspberry Pi 400’s GPIO port with 
the addition of a cheap 40x2 ribbon cable. 


BREAKOUT GARDEN 
£10 / shop.pimoroni.com 


Pimoroni’s Breakout Gardens allow you to connect all kinds 
of sensors and output devices with ease. This three-slot 
version is right-angled for Raspberry Pi 400. 





WAVESHARE SCREEN 
£54 / thepihut.com 


Need a perfect screen to go with your fancy new 
Raspberry Pi 400? If you're looking for portability, this 

7" touchscreen comes with a case and connects to HDMI 
and USB. 





FLAT HAT HACKER 
£7.50 / shop.pimoroni.com 


Hooking the newly positioned GPIO port to a breadboard 
can be a bit fiddly. This breakout board allows you easier 
access to the pins, and can take an additional pHAT- 
format HAT as well. 
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Using a parametric approach 
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n parts one and two of this series, we 

covered the basics of sketching, extruding, 

and other tasks to create parts using 

the part, sketcher, and part design 

workbenches. In this tutorial, we're going 

to add to our skills by exploring a small range 
of tools and approaches and making a variety of 
small project items. We'll start by exploring the ‘Add 
a Thickness’ tool, look at using the Spreadsheet 
workbench, and working parametrically, we'll bring 
these skills altogether to make an automatic box with 
lid generator. 

For a quick example of using the ‘Make a Thick 
Solid’ tool, begin in the part design workbench and 
create a new body. Create a new sketch in the body 
on the XY plane, then select the polygon tool to draw 
a hexagon. Start your hexagon on the 0,0 point of the 
axis so that it is positionally constrained. You should 
have a hexagon with two degrees of freedom. A 
simple way to constrain a hexagon is to make the 
uppermost line of the hexagon horizontal by selecting 


HackSpace 


the line and clicking the ‘create a horizontal constraint’ 
tool. Next, you can select two nodes vertically 

above each other, and set a vertical distance to fully 
constrain the sketch Figure 2. 

Close the sketch and then pad the sketch using 
the pad dialogue found on the tasks tab in the combo 
view window or by clicking the ‘pad a selected 
sketch’ tool icon. 

We are going to now use the thickness tool to 
hollow out our hexagonal extrusion. Select the upper 
face of the hexagonal extrusion and then click the 
‘Make A Thick Solid’ tool. You should see instantly 
that the part now appears as a hollowed version 
of itself. In the thickness tool dialog, you can see 
the selected face and change various parameters 
(Figure 3). You can, of course, increase and decrease 
the thickness that is created. By default, the 
thickness dialog adds the thickness to the outside of 
the underlying geometry, so if you set the hexagon 
vertical constraint to 30mm you now will have an 
object that is 30mm plus the thicknesses. If you 
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want to create an object that matches the external 
dimensions of the underlying geometry, click the 
‘make thickness inwards’ tick-box. You can also swap 
between Arc and Intersection, which essentially 
toggles between creating filleted edges or sharp 
edges on the thickness. 

Finally, if you want to apply a thickness but create 
an object which Is more of a pipe than a bowl, you 
can click the ‘Add Face’ button. In the preview 
window, the original selected face reappears 
highlighted and you can select the opposite face. 
You should now have a hexagonal object with a wall 
thickness with both ends open. 


LET’S GET PARAMETRIC! 

We looked at making multiple ‘simple copies’ of 
parts using the ‘part’ menu on the part workbench 
in previous parts of the series. You can also use 
that approach to create simple copies of bodies that 
you have designed in part design. Sometimes we 


OTHER OPTIONS 


The thickness tool is an excellent way to quickly create 
hollow geometries, but it does have some limitations. It 
can fail to work with more complex shapes; things like 
Curvy cones Can be its nemesis. In the next part of this 
FreeCAD series, we'll begin to look at ‘Lofting’ tools, 
which enable us to create hollow parts with curved 
walls and more. 
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might want to make multiple similar parts, but with 
one or more dimensions changed -— for example, if 
we were drawing a model of a 3D printer that used 
the common 2020 aluminium extrusion (Figure 1). 
One way we could make this easier is to draw an 
aluminium extrusion profile sketch, and then pad or 
extrude it multiple times to multiple lengths. As a 
workflow, we might choose to use the part design 
workbench to create a body for our original extrusion 
and then create multiple simple copies on the 

part workbench. 

This is a very simple example that introduces the 
idea of working parametrically. Parametric work in 
CAD is where we can change the model geometry by 
adjusting parameters such as dimensions. Whilst only 
being one parameter, we can use this mini project 
to learn about using a spreadsheet to store and alter 
parameters for objects and sketches. 


wT 


Parametric work in CAD 
is where we can change 
the model geometry by — 
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We downloaded an image with the dimensions of 
the 2020 extrusion and created a new project. On 
the part design workbench we selected to create a 
new body and then to create a sketch in the XY plane. 
We crudely drew a shape of the profile using the 
polyline tool and then worked through to constrain the 
sketch (Figure 4). 

Having constrained the sketch, we checked how 
it looked by performing a ‘pad’ from the tasks menu, 
and we then added the external corner radius fillet 
and the chamfers at the edges of the extrusion slots. 
We could now, of course, just set a pad length of 
extrusion and then create a simple copy on the part 
workbench to create different length parts, but we > 


adjusting parameters 
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Figure 2 
Constraining a 
hexagon centred on 
the 0,0 co-ordinates 
only needs two other 
constraints to fully 
constrain it 


Figure 3 ® 
Using the 'Make a 
Thick Solid' tool 
to make our 
padded hexagon 
object hollow 


QUICK TIP 


Often in this article, 
we have described 
tools using the 

text that appears 
when you hover 

the mouse over the 
tool icon. This is a 
great way to find the 
tools or explore a 
new workbench. 


YOU’LL NEED 


A laptop 
or desktop 
computer 
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Figure 4 ® 

A basic sketch of 

the 2020 profile. We 
added chamfers and 
fillets once the sketch 
was padded 


Figure 5 & 

The spreadsheet 
workbench, with our 
spreadsheet opened 
in its own tab in the 
preview window 


Figure 6 

Clicking the circular 
blue box in the corner 
of any input box takes 
you to the formula 
editor, where you can 
link the value to a 
spreadsheet, amongst 
other functions 


want to learn how to use the spreadsheet function to 


further explore parametric work. 

Let's move to the spreadsheet workbench using 
the workbench drop-down menu, and click the 
‘create a new spreadsheet’ icon. You should now 
see a spreadsheet open in the preview window 
in a separate tab (Figure 5). This is very handy, 
as It allows quick switching between the model 
and the spreadsheet. If you close the spreadsheet 
tab, the spreadsheet is still an item in the file tree 
view and you can double-click to open it. The 
spreadsheet functions are very capable, and similar 
to standard spreadsheets you may have used in 
office software. For this simple task, we are going 
to write the label ‘Length’ in cell A1, and then in 
cell B1 we can type a length we want our extrusion 
to be. When we type a dimension into a constraint 
in the sketcher, it interprets that number as the 
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units you use throughout FreeCAD, which can be 
set in the preferences menu. In our case, this is 
millimetres and will be the case for our spreadsheet 
values, SO we don't need to define our input units in 
the spreadsheet. 

Set cell B1 to 100 and click back onto the preview 
tab with the model in it. Reopen the pad by double- 
clicking on the pad in the file tree. In the input box for 
‘length’ you should see the current pad length value, 
but you should also see a blue circle icon on the right- 
hand side of the box . Click this to open the formula 
editor (Figure 6). In this input box, now start to type 
‘Spreadsheet’. You should find that it automatically 
suggests the word spreadsheet as you Start typing. 
Click the suggested ‘Spreadsheet’ from the drop- 
down and it should insert the word spreadsheet 
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This autosuggestion is useful 
when we come to projects with 
numerous cells of data — 


W 


followed by a full stop. After the full stop, we need 


in a spreadsheet 


Combe View aus to input the cell location of the cell from which we 
sane a a : , : : : : want it to take its value. If you type ‘B’, it again 
a 1 [Length 100.00 should automatically suggest ‘B1' as a value. This 
‘3 : é autosuggestion is useful when we come to projects 
o ; with numerous cells of data in a spreadsheet, as it 
as 5 will only suggest cells that have data in them. Click 
— : the ‘B1' so that the value in the formula editor reads 
—= i, ‘Spreadsheet.B1’, as in Figure 6. 
Pa per 9 Returning to the preview tab with the model in, you 
10 should see that the extrusion body is now padded 
= or extruded to the 100mm length. You can now 
= create multiple simple copies from the body using 
M4 the ‘create a simple copy’ tool in the ‘part’ drop-down 
a ————s ee on the Part Workbench, changing the length of the 
Ey Sera original body copy in the spreadsheet, as in Figure 1. 
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Figure 7 
The spreadsheet set up 
for our box generator 
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Figure 8 

Using the spreadsheet 
and the thickness tool, 
we have a parametric 
. hollow box ready to 
make a lid for 
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LET'S COMBINE OUR NEW SKILLS! 

Having explored using both spreadsheets and the 
thickness tool, let's combine our new skills and create 
an automatic parametric box generator. This simple 
project makes it easy to create a box and lid of any 
size that we could 3D-print or CNC-machine. 

Let's begin by creating a new project. In the new 
project, go to the spreadsheet workbench and create 
a new spreadsheet. For the main body of our box, we 
are going to need four parameters: the box length, 
width, height, and the wall thickness. Create labels for 
these parameters in cells, and in adjacent cells input 
some initial values (Figure 7). 

Next, jump to the part design workbench and create 
a body and a sketch in the XY plane. We are going to 
draw a rectangle around the zero point and then, at first, 
constrain It to always be centred around the origin point 
of the sketch. Draw the rectangle and then click the 
‘create a symmetry’ constraint tool. Use the symmetry 
constraint tool to select the upper right-hand node, the 
upper left-hand node, and the vertical Y axis line. Repeat 
this for the upper right and lower right nodes, and the X 
axis line. Now the rectangle should always be centred 
around the 0,0 co-ordinates, regardless of its size. 

Next, let's add a constraint for the box length 
by selecting the top line and clicking the ‘Fix the 
horizontal distance’ tool. In the input box, click 
the blue circle formula editor button and insert 
‘Spreadsheet’, followed by the cell location for the 
box length, which in our case was B2. Repeat this for 
the vertical line to set the box width, and the sketch 
should now appear fully constrained. 








Close the sketch and perform a ‘pad’ task to To make a lid, we are going to do the same process 
extrude the box; set the pad dimension to receive as we did to make the box section, but we are going 
the input from the box height cell in the spreadsheet. to use some simple formulae so that the lid is 
Next, we will click the upper surface of our box and generated to fit whatever dimensions are of the box 
use the thickness tool we explored earlier to hollow created. On the part design workbench, click to create 
out our box. To set the thickness, we are going to link © anew sketch on the XY plane. We don't need to Figure 9 ® 

; : ; Laying out the sketch 

the thickness value In our spreadsheet. All being well, — import any geometry from our first sketch, but let's for the box lid, making 
you should now have a hollow box in the preview draw another rectangle and place it along the x axis Sure It will aways He 

; bp hecs i“ positioned away from 
window (Figure 8). So It isn't on top of our box base. To positionally > our box 
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QUICK TIP 


Figure 11 

The box now 
complete with a 
fitting lid laid out 
on the XY plane 


Figure 10 

Adding a small 
formula to a cell 

to automatically 
generate the 
dimension needed for 
the lid length 


QUICK TIP 
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Ft parametric_box:1* % | 3=Spreadsheet* 


Content: —B1* 2+ 86* 2+ B2 


fA B C D 
1 thickness | 2,00 | 
2 box_length 40.00 lid_length 
3 box_width 45.00 lid_width 50.00 
4 box height 40.00 
5 Lid_depth 17.00 
6 clearance 0.50 


constrain this lid rectangle, select the upper left 
corner node and the sketch origin point at 0,0 and set 
a horizontal distance constraint. For the value of this 
constraint, we have linked the spreadsheet cell that 
holds the box_length value. This means that the lid 
will always be away from the box with a gap in 
between them (Figure 9). 

Next, select the upper right and lower right nodes 
and the x axis line, and create a symmetry constraint. 
To create the length and width of the lid, we are 
going to create two new labels in the spreadsheet 
and create two new cells to hold this value. However, 
we are going to insert a small formula in the cells to 
generate these values. The value for the length of 
the lid will be equal to the box length value plus twice 
the value of the wall thickness. It will also need a 
clearance to make the lid fit over the box. We have 
created a label and a cell called ‘clearance’, and put 
in a value of half a millimetre which we will add to 
each side of the lid. So, to create the value of the 
lid_length in that cell, we input the formula to multiply 
the thickness and the clearance by two and add them 
to the box length. To add this formula, highlight the 
target cell and type it Into the formula bar (Figure 10). 
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To finish the lid, we added the formula for the box 
width, using the same formula for length, except using 
the box width dimension. We also created an input 
value for the lid height. We constrained the length and 
width of the lid sketch by adding constraints linked 
to our calculated dimensions in the spreadsheet. We 
then performed a pad using the lid_depth value and, in 
turn, applied a thickness to the lid using the thickness 
value in the spreadsheet. You now have an automatic 
box generator at your disposal! Simply change the 
parameters In the spreadsheet and it will automatically 
generate your box with a fitting lid (Figure 11). 


Once you have your box generator set up, you can 
generate boxes of any dimensions easily. The layout 
on the XY plane means that the box and lid will 

be easy to export and 3D-print, as both parts are 
modelled in a way that emulates them sitting on the 
print bed. If you wanted to look at your box with the lid 
in position, again you could create a simple copy on 
the part workbench and move and rotate those parts 
into the correct position. 
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Make music 
with touch 


Use capacitive sensing to create 
your own sounds 











t the heart of this make is one of instrument inventors, many of whom will use a 
my favourite board and sensor capacitive touch library or the trusty MPR121. The Trill 
combinations: the Bela Mini and Craft has great resolution and provides a continuous 
the Trill Craft. It’s a pretty pricey reading, plus the killer feature is that it has 30 channels, 
board compared to an entry-level compared to the MPR121's twelve channels. You can 
microcontroller, but if you're looking also chain up to nine sensors together, giving you a 
Helen Leigh to level up your embedded instrument design, It is potential 270 capacitive touch channels to play with. 
really worth considering. If you're not ready to invest This project involves quite a few design decisions: 
@helenleigh in a Bela, you can try out the Trill Craft sensor with an limbs, body, shape, support, and strain relief. Take time 
Arduino, Teensy, Raspberry Pi, or any other board that making your choices and picking your materials — It will 
supports |2C. be worth it to create your own playable work of art. 
The Trill Craft is a capacitive touch sensor board. 
Capacitive touch is a staple technology of many CHOOSING YOUR MATERIALS 


The metal rod or wire you choose to use in this project 
needs to be 0.8mm thick, or it won't thread through 
the pin holes on your sensor board with enough space 
for solder to flow. Depending on how you want to 
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shape the limbs of your creature, you'll also need it to 
be reasonably flexible. | have had the most success 
when using brass rods or steel wire, which you can 
find at art supply or architectural modelling stores. 
Learn from my mistakes and buy a sample rod of your 
chosen material first — that way you can check that you 
can make the shapes you want before you spend time 
attaching 30 gangly and uncooperative limbs! 

The Trill sensor board has 30 pins, so you can add 
up to that number of limbs. For my harp creature, | 
used all 30 pins for limbs because | wanted a feathery, 
messy feel to match the generative nature of the code 
| planned to write, but for my bass creature | wanted 
a more minimal instrument with sharp, clean lines, so 
| only used ten pins — eight pins to span a full octave, 
plus two pins for triggering sound effects. Sketch out 
a few ideas, keeping in mind how the look might relate 
to the sound you want your own instrument to make. 

In this make I’m using a Bela Mini to read the sensor 
values from the Trill Craft sensor and produce sound. 
However, the Trill Craft sensor board also works 
with Arduino, Teensy, Raspberry Pi, and any other 
microcontroller or single board computer that uses 
I2C communication. | chose the Bela Mini because | 
wanted low latency plus the ability to use Pure Data to 








TL | 


produce a rich, complex sound for my creature, but you 


should feel free to make a decision that suits you. 
Once you're happy with your design decisions, you 
can start soldering the limbs. Insert one of your metal 
rods into your sensor board and solder into place. 
When soldering the limbs, you'll need to apply your 
soldering Iron for a little longer than you're used to 
with a normal component. This is because the limbs 


are long, thick, and made of metal, so they absorb and 
disperse the heat from your iron more than the little leg 


of a resistor would. 


SECURE SOLDER JOINTS 
The most fragile part of this make is where your limbs 
attach to your sensor board with solder, especially 
if you've chosen limbs that are long and wiggly. The 
movement of the limbs backwards and forwards 
can eventually break the connection, leaving you 
with a useless limb and possibly even a broken 
pin connection. 

With this in mind, it's worth pausing after you've 
soldered the first couple of limbs to your sensor board 
to think about how you can make them more secure. 
There are a couple of ways to do this, depending on 
how much wear and tear you expect your creature to 
endure. The simplest solution is to add a thin layer of 
hot glue at the end of soldering your limbs. This will 
give you a little extra support and insulation for your 
solder joints. If you used flux to help you solder, make 
sure to clean any excess off before sealing It up with 
hot glue. 

The second method | experimented with to secure 
my limbs was a bit more effort but also a lot more 
protective and, to my eyes, much more aesthetically 
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The parts you'll need 
for this project 
Below 

The solder joints are 


critical, so take your 
time on them 


ri 


Soldering iron 
Helping hands 


Laptop or 
desktop 
computer 


Trill Craft sensor 


Trill Craft bare 
PCB (optional, see 
step three) 


Bela Mini 


Four M-to-F 
jumper cables 


5 V power cable 
with ground 


0.8 mm thick 
metal rod or wire 
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Above 
An extra PCB helps 
hold the wires in place 


Below 

Take your time with 
the soldering and 
make sure you get a 
good connection 
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pleasing. To reduce the mechanical stress on the 
sensor board itself, | made a sensor board ‘sandwich’, 
with a functional board underneath and a dummy board 
on top to take the stress of the movement of the 
limbs. Because the lovely people at Bela have made 
their hardware open-source, | downloaded the KiCad 
PCB design file for the Trill Craft sensor board from 
their GitHub page (hsmag.cc/BelaDesign), then sent 
that file to OSH Park and placed an order for three 
boards. | used OSH Park because | wanted their gold 
and black ‘After Dark’ finish to match the rest of my 
creature, but you can use any PCB service for 
hobbyists. A week or so later | got a set of sensor 
boards in the post. Of course, these sensor boards 
didn't have any components on them, but that didn't 
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matter to me — all | wanted was a nice-looking board to 
relieve the strain of my wiggly limbs. 

| used this bare board to protect my Trill Craft board. 
If you choose to go this route too, then once you've 
soldered the first couple of limbs to your working 
sensor board, you can carefully thread the strain relief 
board onto those same limbs. Push it down until 
it's nearly on top of your functioning Trill Craft, then 
carefully solder it in place. Once you have secured 
both of your boards in place, you then can move on to 
soldering the rest of your limbs. 


ADDING HEADER PINS 
The Trill sensor comes with a row of header pins, so 
after the limbs are in place you need to solder them 
onto your board. | chose to solder the header pins 
underneath the sensor board, but if you prefer the 
way the pins look the way other around, do feel free 
to switch it up — as long as you wire It up to your Bela 
correctly it doesn't matter. | soldered on all six header 
pins, but we're only going to be making use of four for 
this make: SCL, SDA, +V, and GND. 


SUPPORTING AND SHAPING 

YOUR CREATURE’S LIMBS 
Once you have soldered and secured your limbs and 
added in your header pins, you can start to shape 
your creature. Depending on your design, you may 
want to add in support or a base at this point. The 
legs of my bass creature were sturdy and straight so 
they supported its body, but for this delicate spidery 
creature | used two M3 brass standoffs, two M3 nuts, 
and a bit of scrap wood to make 
a basic support stand. | secured 
the Trill Craft to one of the brass 
standoffs using an M83 bolt through 
the hole at the back of the board, 
then added a second brass standoff 
to give it a little extra height. Finally, 
| drilled a 3mm hole in some scrap 
wood to allow space for the second 
M3 bolt to go through and connect 
to the brass standoffs. 

Once you're confident in the 
stability of your creature, gently 
and carefully bend each of the 
limbs of your creature into place. 
You can also trim the limbs at this 
point. This stage is where you really 
create the look of your creature, 
so think about where it will live, 
how you will play it, and what kind 
of aesthetic you want to achieve. 








Whatever look you decide to go for, make sure that the 
limbs are not in contact with each other, or you will end 
up unintentionally triggering pins too often when you 


play it. 


STEP SIX WIRING YOUR CREATURE 

Once you are happy with your creature's appearance, 
use the header pins and four jumper cables to wire it to 
your Bela Mini. Wire +V on the sensor board to VOUT, 
GND to GND, SCL to SCL, and SDA to SDA. If you flip 
the Bela Mini over, you will find the pins labelled on the 
bottom, or you can open up the IDE (see below) to find 
an interactive pin diagram. Once your creature Is wired 
to your board, you need to connect it to your computer 
using a micro USB cable. 

If you choose to use a different microcontroller or 
single-board computer, the wiring will be the same, but 
the instructions for setting up your board and making 
sounds will differ. For Linux-based systems including 
the Raspberry Pi, head over to Bela’s GitHub for 
libraries and examples (hsmag.cc/BelaPlatform). 

You also can find libraries and examples for 
Arduino boards and Arduino-compatible systems, 
including Teensy, in a different folder on the Bela 
GitHub (hsmag.cc/BelaArduino). 


STEP SEVEN PREPARING YOUR 

AUDIO SOFTWARE 

For my creature, | worked with the sound artist and 
composer Andrew Hockey to make a delicate, ethereal 
harp sound using Pure Data. Pure Data (often called 
Pd) is an open-source visual programming environment 
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for sound, visuals, and other media. There are two 

versions of this software: Pd Vanilla and Purr Data. 

Either will work for this project, but I’m using Pd 

Vanilla. Go to puredata.info, then download and install 

the software onto your laptop or desktop computer. 
Please note that Pure Data Tiles will run on Bela 

and Raspberry Pi boards but not on a microcontroller. 

If you are using your Trill Craft sensor board with 

a microcontroller, you will have to make your own 

sounds. There will be many excellent audio libraries out 

there to play with, no matter which system you choose 

to use. 


STEP EIGHT WORKING WITH THE BELA IDE 
One of the nice things about Bela is that you access 
the IDE using your web browser. This means you can 
connect your Bela to your computer, open a browser, 
and get coding — no downloads or special software 
needed! You don't even need to be connected to the 
internet: once your Bela is plugged in, your computer 
recognises it as a local network. 

Plug your Bela system into your computer with a 
USB cable. After it's booted, go to bela.local in a web 
browser to load the Bela IDE. If bela.local does not 
bring up the IDE, try the IP addresses 192.168.6.2 
or 192.168.7.2. 

There are four main parts of the IDE: the editor, the 
toolbar, the tabs, and the console. 

The editor is where you type your code: C++, 
Csound or SuperCollider programming language 
(sclang), or JavaScript if you're making a GUI. For this 
project we're using a Pure Data file, known as a patch. 
You can't edit a Pure Data patch in your browser, but 
once you've uploaded your patch it will be visualised in 
the editor. 

The toolbar contains controls for running and 
stopping your project as well as two useful tools: the 
oscilloscope (Super-handy for visualising and examining 
signals) and the GUI visualiser. 

The tabs contain most of the controls for your Bela 
system. This is where you'll manage your projects and 
customise settings, plus you can find lots of helpful > 


HackSpace 


> 4 
FORGE 
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audio libraries out there to 
play with, no matter which — 
system you choose to use Le 
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Shaping the 
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Above © 

Brass wire is easy to 
bend and holds its 
shape well 





resources here including code examples, an interactive 
pin diagram, and all the built-in code libraries. 

The console gives you printed feedback about what 
your Bela is doing. You can print sensor data to this 
console as your code runs, and it will also provide 
useful error and status information. The console is 
also the command line for your Bela, letting you run 
terminal commands. 

Go ahead and poke around the Bela IDE to get used 
to where some of the controls live. You can also test 
everything is working by running Bela’s equivalent of 
‘Hello world!’ or ‘Blink’: 
the sine tone. Click on i 
the little light bulb icon i 
in the tab section of — 
the IDE to bring up the 
Examples folder. Click on 
Fundamentals, then click 
on the example project 
called ‘sinetone’ to open 
it up in your editor. Click 
on the ‘Build & run’ circular arrow icon in your toolbar 
and your code should start running on the board. 

To hear the sine tone, you'll need to connect the 
audio adapter cable supplied with the board to ‘out’, 
then plug in your headphones or a speaker. If you hear 
a continuous bloop, you've successfully made your 
Bela make its first noise! Hooray! Now let's make it do 
something that sounds a little nicer. 


STEP NINE TESTING OUT YOUR CREATURE 
Go back to the Examples tab, then scroll down until 
you see a folder called Trill. Click on that, then click 

on the project called ‘craft-od’ to open it in the editor. 
You'll be able to see what the example Pure Data 
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We can't edit Pd files directly 
in the browser, So we need to 
download the example code to — 

our computer 


patch looks like, but you won't be able to edit it. Make 
sure your creature Is connected to your Bela correctly 
and that none of the limbs are touching each other, 
either directly or through a conductive surface, then 
build and run the code using the circular arrow icon in 
your toolbar. 

If everything is working correctly, your console 
should start printing ‘bela: touchSensor:00000000 
O0O00000000000000000000.. If you get an 
error message that says ‘Unable to create Trill CRAFT 
device ‘mycraft’ on bus 1 at default address. Is the 
device connected?’, that means something has gone 
wrong with your wiring. Double-check your SDA, SCL, 
+V, and GND wires are going where they should and 
try again. 

Once your sensor has connected correctly, you can 
try touching some of the limbs on your creature. Some 
of the zeroes printed in your console should change 
and start returning different values. Each of these 
values corresponds to a different pin on your board. 

If you touch a limb attached to pin O, 1, 2, or 3, you 
should be able to hear someone speaking. 


STEP NINE CHANGING THE DEMO CODE 
We can't edit Pd files directly in the browser, so we 
need to download the example code to our computer. 
Click on the folder icon in the tabs section of the IDE to 
open the Project Explorer, then download your project 
and unzip the folder. Open the file _main.pd using the 
Pure Data software you 
installed earlier. 

Once your file is open, 
go to the Edit menu 
and turn on ‘Edit mode’. 
For our first edit we are 
going to make any pin we 
choose responsive, not 
just the four pins in the 
example code. Each of 
the pins can be accessed by editing the connections 
coming from the ‘unpack ff fffttftftttftTttt ttt ttt 
tt ff’ block. Each of the black rectangles at the bottom 
of this block corresponds to a pin on the Trill Craft 
board. The first four rectangles have lines connecting 
them to a group of six blocks which trigger audio files. 
Select, copy, and paste one of these groups, then 
move this new group to Its own space. 

Hover your cursor over the first available 
unconnected black rectangle on the ‘unpack’ block, 
then click and drag the line to the top-left black 
rectangle of your new group. This can be a little fiddly 
with Pd Vanilla as you have to let go in just the right 
spot — watch for the circle to tell you you're in the right 
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place! To give yourself more room to manoeuvre, you 
can increase the size of the ‘unpack’ block by dragging 
the right-hand edge. Next, connect the ‘playAudioFile ~’ 
block to both the left and the right side of the ‘dac~ 

1 2’. Finally, change the name of the audio file in your 
new group of blocks to ‘five.wav’. 

Repeat this process for as many pins as you like, 
changing the audio file name for each pin, then save 
your patch. Your patch must be called _main.pd or 
your Bela will not be able to read it. 

Once you're done with your patch, you can choose 
your files. Go to the project folder you downloaded 
and you will find four WAV files. To change the sounds 
triggered and add new ones, you need to save your 
sounds as VVAV files in this folder with Tile names that 
match the file names you put in your Pure Data patch. 
For my edited patch, | triggered different miaows for 
each pin just to make myself laugh, but you can do 
whatever pleases you most. 


UPLOADING YOUR NEW PATCH 
Once you are happy with your edited patch and new 
sounds, you need to upload it all to your board. 

Go back to the IDE in your browser and create a new 
Pure Data project. Go to the Project Explorer tab and 
click the Create New Project button at the top. Select 
Pure Data in the dialog box that pops up, give your 
project a name, and click ‘Create project’ to make a 
blank Pure Data Bela project. Click on Project Contents 
in the Project Explorer tab and you will see that the 
only thing in It is a file called _main.pd. You can either 
upload your files individually in the IDE, or you can drag 
all the files from the folder on your computer and drop 
them anywhere on the Bela IDE window. This will 
upload and run your patch, ready for you to test out 
your new samples and additional pins. 

Once you have a Pd file you're happy with, you can 
disconnect your Bela from your computer and power 
the creature using a 5V power cable. 


Below 

This is my instrument, 
but it's up to you how 
you build yours 
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NeoPixel dithering 





with Pico 


Get extra levels of brightness out of your LEDs 





Ben Everard 





wW @ben_everard 





Ben's house is slowly 
being taken over by 3D 
printers. He plans to 
solve this by printing an 
extension, once he gets 
enough printers. 


Right 

The three 
connections may be 
in a different order 
on your LED strip, 
so check the labels 
to make sure they’re 
connected correctly 
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$2812B LEDs, commonly 

known as NeoPixels, are cheap 

and widely available LEDs. 

They have red, green, and blue 

LEDs in a single package with 

a microcontroller that lets you 
control a whole string of them using just one pin on 
your microcontroller. However, they do have a couple 
of disadvantages: 

1) The protocol needed to control them Is timing- 
dependent, and often has to be bit-banged. 

2) Each colour has 8 bits, so has 255 levels of 
brightness. However, these aren't gamma-corrected, 
so the low levels of brightness have large steps 
between them. For small projects, we often find 
ourselves only using the lower levels of brightness, so 
often only have 10 or 20 usable levels of brightness. 











(in @ 
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We're going to look at how two features of Pico 
help solve these problems. Firstly, Programmable !O 
(PIO) lets us implement the control protocol on a state 
machine rather than the main processing cores. This 
means that we don't have to dedicate any processor 
time to sending the data out. 

Secondly, having two cores means we can use 
one of the processing cores to dither the NeoPixels. 
This means shift them rapidly between different 
brightness levels to make pseudo-levels of brightness. 
For example, if we wanted a brightness level halfway 
between levels 3 and 4, we'd flick the brightness 
back and forth between 3 and 4. If we can do this fast 
enough, our eyes blur this into a single brightness level 
and we don't see the flicker. By varying the amount of 
time at levels 3 and 4, we can make many virtual levels 
of brightness. While one core is doing this, we still 
have a processing core completely free to manipulate 
the data we want to display. 

First, we'll need a PIO program to communicate 
with the WS2812B LEDs. The Pico development team 
have provided an example PIO program to work with 
— you can see the full details at hsmag.cc/orfgBD, but 
we'll cover the essentials here. The PIO code is: 





Fortunately, the Pico 
development team have 
provided an example PIO 

program for us to work with yy 


| 





.program ws2812 
.Side_set 1 

.define public T1 2 
.define public T2 5 
.define public T3 3 


bitloop: 
out x, 1 side @ [T3 - 1] 
jmp !x do_zero side 1 [T1 - 1] 
do_one: 
jmp bitloop'§ side 1 [T2 - 1] 
do_zero: 
nop side @ [T2 - 1] 


We looked at the PIO syntax in the main cover 
feature, but It’s basically an assembly language for 
the PIO state machine. The WS2812B protocol uses 
pulses at a rate of 800kHz, but the length of the pulse 
determines if a 1 or a0 is being sent. This code uses 
jumps to move through the loop to set the timings 
depending on whether the bit (stored in the register x) 


DIFFERENT LEDS 





WS2812B LEDs come in a lot of different types, and 
many LEDs that are sold as WS2812N LEDs aren't really 
WS82812B LEDs at all. You may find that the colours 
don't match up properly with what we're getting here 
(the colour order can be different). You should be able 
to amend the code to fix this. If you don't get anything 
sensible out (or just odd lights), it may be that you 

have 400kHz LEDs rather than 800kHz ones. In which 
case, you'll need to decrease the frequency in the 
ws2812_program_init line in int main. 


In order to compile this code, you need to set up the SDK. Follow the steps at 
pico.raspberrypi.org/getting-started. Once you've got that set up, you can use CMake to 
build the project. So, if you have two directories at the same level, one called PicoLights 
and one called PicoLights-build, you can build the project with the following run in the 
PicoLights-build directory: 


cmake ../PicoLights -G "Nmake Makefiles" 
nmake 


This is for Windows. You'll need to alter the -G parameter of CMake if you're using macOS 
or Linux. See the getting started documentation for details. 

If you'd rather just see it running, you can get the compiled code from github.com/ 
benevpi/PicoLights/releases/tag/v.0.1 and flash this to your Pico. 


is 0Oor 1. The T1, T2, and T3 variables hold the timings, 


Above ® 
so are used to calculate the delays (with 1 taken off as There will usually 
the instruction itself takes one clock cycle). be wires already 
; : : Se Use : connected to your 
There's also a section in the pio file that links the strip, but if you cut it, 
PIO code and the C code: you'll'need to solder 


new wires on 


% c-sdk { 
#include "hardware/clocks.h" 


static inline void ws2812_program_init(PIO pio, 
uint sm, uint offset, uint pin, float freq, bool 
rgbw) { 


pio_gpio_select(pio, pin); 

pio_sm_set_consecutive_pindirs(pio, sm, pin, 1, 
true); 

pio_sm_config c = ws2812_program_get_default_ => 
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Above 

Using a text editor 
with programmer’s 
features such as 
syntax highlighting 
will make the job a 
lot easier 


@ CAUsers\ben\Desktop\PicoLights\picolights.c - Notepad++ 


File Edit Search View Encoding Language Settings Tools Macro Run Plugins Window ? 


ceeSe sce choc ms 4S G51 ESRF ia® eee e 


aeienemeeded | 
| | picolights.c £3 | 
[37 | (fuint32 t) (q) << 16) | 
fuink3s? tj {b) ; 

} 


4] Yolid wWwsfel4b core{) { 
int valuer, vValueg, valueb; 
int shift = hit_depth-3; 


While (1)f 


for(int i=0; isSTRING LEN; i++} { 








Valueb=(pilxelsb[i] + errorsb{i]}) >> shift; 
valuers(pixelsr[i] + errorer[i]) 2 > shift; 
Valueg=(pixelsg[i] + erroreg[i]} => shift; 


| 53 put pixel(urgb u32(valuer, valueg, valueb)); 


@rrersp[i] = (pixelsp[i] + erraersb[i]) =- (valueb << shift); 
@rrorser[1]) = (pixelsr[i] * e@rrorsr[i]}) - (valuer << shift); 
errorsg[i] = (pixelsg[i] + errorsg[i]) - (valueg << shift); 
} 
sleep us {soo}; 
} 
} 
| 
int maind) f{ or 
C source file length: 2,631 lines; 120 Ln: 100 Col: 26 Pos: 2.234 Windows (CRLF) UTF-8 IN 
config(offset); 


sm_config_set_sideset_pins(&c, pin); 

sm_config_set_out_shift(&c, false, true, rgbw ? 
32 : 24); 

sm_config_set_fifo_join(&c, PIO_FIFO_JOIN_TX); 


int cycles_per_bit = ws2812_T1 + ws2812_T2 + 
ws2812_T3; 

float div = clock_get_hz(clk_sys) / (freq * 
cycles_per_bit); 


sm_config_set_clkdiv(&c, div); 
pio_sm_init(pio, sm, offset, &c); 


pio_sm_set_enable(pio, sm, true); 


} 
a} 


Most of this is setting the various PIO options — the 


full range is detailed in the Pico C/C++ SDK document 
at rptl.io/rp2040. 


sm_config_set_out_shift(&c, false, true, rgbw ? 32 
: 24); 


This line sets up the output shift register which 
holds each 32 bits of data before It’s moved bit by bit 
into the PIO state machine. The parameters are the 
contig (that we're setting up and will use to Initialise 
the state machine); a Boolean value for shifting right or 
left (false being left); and a Boolean value for autopull 
which we have set to true. This means that whenever 
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the output shift register falls below a certain threshold 
(set in the next parameter), the PIO will automatically 
pull in the next 32 bits of data. 

The final parameter is set using the expression rgbw 
? 32 : 24. This means that if the variable rgbw is true, 
the value 32 Is passed, otherwise 24 is passed. The 
rbgw variable is passed into this function when we 
create the PIO program from our C program and is 
used to specify whether we're using an LED strip with 
four LEDs in each using (one red, one green, one blue, 
and one white) or three (red, green, and blue). 

The PIO hardware works on 32-bit words, so each 





The protocol for WS2812B LEDs throws data out at 
800kHz (well, there is a little wiggle room to speed this 
up). The total time it takes to update a string of LEDs 
obviously depends on how many LEDs you have on it. 
We found that this code worked well with about 60-80 
LEDs. If you start adding more than this, then you may 
start to notice flicker. 

This doesn't mean that you're limited to this many 
WS2812B LEDs in a total display, though, as you can 
add multiple state machines controlling multiple 
strings of LEDs and, as long as each string is kept short 


enough, you should have the processing power to 
manipulate a lot of LEDs. However, if you're going to do 
this, you probably want to use a few more techniques 
to squeeze out maximum performance. Take a look at 
the ‘Going Further’ box (overleaf) for more details. 





C) benevpi/PicoLights x + 


= O fi f https://github.com/benevpi/PicoLights 


{ ) Search or jump to... 





®& benevpi/ PicoLights Private 


<> Code 2) Mees C1 Pull requests =) Actions 


F main ~ FP ibranch ©>1 tag Go to file 


“S benevpi Update README.md 


Le 


CMakeLists. txt 


updated and now working 


Le 


LICENSE Initial commit 


README.md 


Update README.md 


Le LA 


initial corn*it 


pico_sdk_importcmake 


i, 


picolights.c now working in full RGB 


Lo 


ws2012.pio initial commit 


README. md 


chunk of data we write with the values we want to 
send to the LEDs has to be 32 bits long. However, if 
we're using RGB LED strips, we actually want to work 
in 24-bit lengths. By setting autopull to 24, we still 

pull in 32 bits each time, but once 24 bits have been 
read, another 32 bits are pulled in which overwrite the 
remaining 8 bits. 


sm_config_set_fifo_join(&c, PIO_FIFO_JOIN_TX); 


Each state machine has two four-word FIFOs 
attached to It. These can be used for one going in and 
one coming out. However, as we only have data going 
into our state machine, we can join them together to 
form a single eight-word FIFO using the above line. 
This gives us a small buffer of time to write data to in 
order to avoid the state machine running out of data 
and execution stalling. 

The following three lines are used to set the speed 
the state machine runs at: 


int cycles_per_bit = ws2812_T1 + ws2812_T2 + 
ws2812_T3; 

float div = clock_get_hz(clk_sys) / (freq * 
cycles_per_bit); 

sm_config_clkdiv(&c, div); 


The WS2812B protocol demands that data is sent 
out at a rate of 800kKHz. However, each bit of data 
requires a number of state machine cycles. In this 


Pull requests Issues Marketplace Explore 


cebaded Sdaysago £*}8 commits 


©) Unwatch + 1 iy Star «=O Y Fork =O 


Projects 2) Security ~" Insights Settings 


No description, website, or 
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Releases 1 
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case, they're defined in the variables T1, T2, and T3. If 
you look back at the original PIO program, you'll see 
that these are used in the delays (always with 1 taken 
off the value because the initial instruction takes one 
cycle before the delay kicks in). Every loop of the PIO 
program will take T1 + T2 + T3 cycles. We use these 
values to calculate the soeed we want the state 
machine to run at, and from there we can work out the 
divider we need to slow the system clock down to the 
right speed for the state machine. 

The final two lines just Initialise and enable the 
state machine. 


THE MAIN PROCESSOR 

That's the code that’s running on the state machine, so 
let's now look at the code that’s running on our main 
processor cores. 


The full code is at github.com/benevpi/PicoLights. 


Let's first look at the code running on the second core 
(we'll look at how to start this code running shortly), as 
this controls the light levels of the LEDs. 


int bit_depth=12; 
const int PIN_TX = Q; 


uint pixels[STRING_LEN]; 
uint errors[STRING_LEN]; 
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> 4 
FORGE 


Left > 

If you just want to 
see this in action, 
you can download 
the UF2 file from 
hsmag.cc/orfgBD 
and flash it straight 
to your Pico 
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NeoPixels come 
in many different 
shapes and sizes 
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static inline void put_pixel(uint32_t pixel_grb) { 
pio_sm_put_blocking(pio@, @, pixel_grb << 8u); 


static inline uint32_t urgb_u32(uint8_t r, uint8_t 
g, uint8_t b) { 
return 
(Cuint32_t) (r) << 8) | 
(Cuint32_t) (g) << 16) | 
(uint32_t) (b); 


void ws2812b_core() { 
int valuer, valueg, valueb; 
int shift = bit_depth-8; 


while (1){ 


for(int i=@; 1<STRING_LEN; i++) { 
valueb=(pixelsb[i] + errorsb[i]) >> shift; 
valuer=(pixelsr[i] + errorsr[i]) >> shift; 
valueg=(pixelsg[i] + errorsg[i]) >> shift; 





There are quite a few ways of improving this code. 
Firstly, you can use DMA to give you more headroom 
for timings. Secondly, a single PIO can drive more 
than one output, and therefore more than one string of 
WS2812B LEDs. However, these changes do increase 
the complexity of the code. 

You can take a look at the ws2812b_parrallel.c 
example for details of how to implement these. 
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put_pixel(urgb_u32(valuer, valueg, valueb)); 
errorsb[i] = (pixelsb[i] + errorsb[i]) - 
(valueb << shift); 
errorsr[i] = (pixelsr[i] + errorsr[i]) - 
(valuer << shift); 
errorsgLi] = (pixelsg[i] + errorsg[i]) - 
(valueg << shift); 
3 
sleep_us( 400); 


We start by defining a virtual bit depth. This is how 
many bits per pixel you can use. Our code will then 
attempt to create the necessary additional brightness 
levels. It will run as fast as It can drive the LED strip, 
but if you try to do too many brightness levels, you'll 
start to notice flickering. We found twelve to be about 
the best with strings up to around 100 LEDs, but you 
can experiment with others. 

Our code works with two arrays — pixels which 
holds the values that we want to display, and errors 
which holds the error in what we've displayed so 
far (there are three of each for the different colour 
channels). To explain that latter point, let’s take a look 
at the algorithm for determining how to light the LED. 
We borrowed this from the source code of Fadecandy 
by Micah Scott, but it’s a well-used algorithm for 
calculating error rates. 

We have an outer while loop that just keeps pushing 
out data to the LEDs as fast as possible. We don't 
care about precise timings and just want as much 
speed as possible. We then go through each pixel. 
The corresponding item in the errors array hold the 
cumulative amount our LED has been underlit so far 
compared to what we want It to be. Initially, this will 
be zero, but with each loop (if there's a difference 
between what we want to light the LED and what we 
can light the LED) this error value will increase. 

These two numbers (the closest light level and 
the error) added together give the brightness at the 
pseudo-level, so we need to bit-shift this by the 
difference between our virtual level and the 8-bit 
brightness levels that are available. This gives us the 
value for this pixel which we write out. We then need 
to calculate the new error level. 

Let's take a look at what this means in practice. 
Suppose we want a brightness level halfway between 
1 and 2 in the 8-bit levels. To simplify things, we'll use 
nine virtual bits. 1 and 2 in 8-bit is 2 and 4 in 9 bits 
(adding an extra 0 to the end multiplies everything 
by a power of 2), so halfway between these two is a 
9-bit value of 3 (or 11 In binary, which we'll use from 
now on). 


In the first iteration of our loop, pixels is 11, errors 
is O, and shift is 1. 


value = 11 >> 1= 1 
errors = 11 - 10 = 1 


So this time, the brightness level of 1 is written out. 
The second iteration, we have: 


value = 100 >> 1 = 10 
errors = 100 - 100 = 0 


So this time, the brightness level of 10 (in binary, or 
2 in base 10) is written out. This time, the errors go 
back to 0, so we're in the same position as at the start 
of the first loop. In this case, the LED wvill flick between 
the two brightness levels each loop so you'll have a 
brightness half way between the two. 

Using this simple algorithm, we can experiment with 
different virtual bit-depths. The algorithm will always 
handle the calculations for us, but we Just have to see 
what creates the most pleasing visual effect for the 
eye. The larger the virtual bit depth, the more potential 
iterations you have to go through before the error 
accumulates enough to create a correction, so the 
more likely you are to see flicker. 

The biggest blocker to increasing the virtual bit 
depth is the sleep_us(40@). This is needed to reset the 
LED strip. Essentially, we throw out bits at 800kHz, 
and each block of 24 bits is sent, in turn, to the next 
LED. However, once there's a long enough pause, 
everything resets and it goes back to the first LED. 
How big that pause is can vary. The truth is that a huge 
proportion of WS2812B LEDs are clones rather than 





You can connect the power line in your WS2812B strip 
directly to the 5V output on your Pico, and this should 
work for a small strip of LEDs. We say ‘should’ because 
it's technically out-of-spec. The datasheet says that 
you need a data voltage of at least 0.8 times the power 
voltage. With 5V power, that means you need a data 
voltage of 3.5V. In practice, however, almost all the 
WS2812B LEDs we've tested work absolutely fine at 
3.3V, which is what Pico’s GPIOs use. 

Another power problem is that the LEDs can 
create a lot of noise on the power line. To get different 
brightness levels, the LEDs flick on and off, and this 
can create problems as they demand more or less 
electricity. Adding a smoothing capacitor between the 
5V and GND will help eliminate any problems. If you're 
still having problems after you've added a capacitor, it 
could be the voltage level. You can either use a logic 
level shifter to increase the voltage on the data line, or 
add a0.7V voltage drop diode to the voltage line. 


official parts — and even for official parts, the length of 
the pause needed to reset has changed over the years. 
400 microseconds Is conservative and should work, 
but you may be able to get away with less (possibly 
even as low as 50 microseconds for some LEDs). 

The urgb_u32 method simply amalgamates the red, 
blue, and green values into a single 32-bit string (well, 
a 24-bit string that’s held inside a 32-bit string), and 
put_pixel sends this to the state machine. The bit shift 
there is to make sure the data is in the right place so 
the state machine reads the correct 24 bits from the 
output shift register. 


GETTING IT RUNNING 
We've now dealt with all the mechanics of the code. 
The only bit left is to stitch it all together. 


int main() { 


PIO pio = pioQ; 

int sm = Q; 

uint offset = pio_add_program(pio, &ws2812_ 
program); 

ws2812_program_init(pio, sm, offset, PIN_TX, 
1000000, false); 

multicore_launch_core!1 (ws2812b_core); 


while (1) { 
for (int i = @; i < 30; ++i) { 
pixels[i] = i; 


for (int j=0;j<30;++j){ 
pixels[Q] = j; 
if(j%8 == 0) { pixels[1] = j; } 
sleep_ms(5@); 
3 
for (int j=30;j>0;--j){ 
pixels[Q] = j; 
if(j%8 == 0) { pixels[1] = j; } 
sleep_ms(50); 


The method ws2812_program_init calls the method 
created in the PIO program to set everything up. 

To launch the algorithm creating the virtual bit-depth, 
we just have to use multicore_launch_core1 to set a 
function running on the other core. Once that's done, 
whatever we put in the pixels array will be reflected 
as accurately as possible in the WS2812B LEDs. In this 
case, we simply fade It in and out, but you could do 
any animation you like. O 


HackSpace 95 





Touchscreen laser control 


TUTORIAL 








Touchscreen 
laser control 


Build a Raspberry Pi-powered control 
system for your K4O laser 





K40 laser cutter is a nice addition — your laser cutter. Mount the push-button switches 
to a workshop, but it takes a lot into the bezel, and then line up the touchscreen with 
of work to get the best out of it. the cut-out In the bezel. The screen should push into 
Aside from the obvious safety and the cut-out and be a tight fit. It might be necessary 
performance upgrades, one of the to shave a little bit of the plastic bezel away with 
best things you can do for your K40 =a razor blade, depending on the kerf of your laser 





Dr Andrew Lewis is to add dedicated computer control. In this article, cutter. Use hot glue around the back of the screen to 
ne you will learn how to add a Raspberry Pi to connect hold it in place. Cut a hole in the back of the medical 
Dr Andrew Lewis is a your K40 to your WiFi network, with a touchscreen cabinet, about 19cm x 15cm, and mount the bezel 
specialist fabricator 
enecmeler aneieihe and configurable push-button controls. over this hole so that the screen and buttons are 
owner of the Andrew To make this project, you will be wiring the inside the hole. 
REM MORTON: switches and touchscreen to the Raspberry Pi, and 
housing it inside the metal cabinet. To make the WIRELESS LASER FUN 
mounting process easier, you can use the bezel Transfer-mark the holes in the bezel to the metal 
template for this project to cut the screen mount on cabinet, and drill them out. Next, cut out a hole 
Right © 


Keep the control of 
your K40 laser cutter 
local by adding a 
Raspberry Pi. Shorter 
USB cables mean 
less chance of CRC 
errors and accidental 
cable disconnections 
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in the side of the cabinet for the panel-mounted 
USB socket. The position of this socket is down 

to personal preference, and can be placed on 
either side or even on the top of the cabinet. Place 
another hole in the case to pass the USB power for 
Raspberry Pi, and the USB cable for the laser. You 
can make this hole look neater by using a 20mm 
cable gland, which will also help to protect the 
cables from the sharp edges of the metal cabinet. 
Fix the bezel in place on the cabinet with the bolts, 
and improve the fit by running hot glue along the 
internal edges of the cut-out in the metal box so that 
the box is hot-glued to the plastic bezel all the way 
around the inside. 

Mount your Raspberry Pi into the medicine 
cabinet, and connect it to the touchscreen using the 
provided USB and HDMI cables. The push-buttons 
need to be connected next, by soldering one side of 
each button to a ground pin on Raspberry Pi, and the 
other side of the buttons to GPIO pins 26, 19, 13, 6, 
and 5. By default, these buttons will be configured > 





UNTOUCHABLE 





The default version of K40 Whisperer doesn't work as 
we need it to for this project. It doesn't work well with 

a touchscreen unless you have a keyboard attached, 
doesn't start up in full-screen mode, and it doesnt 
connect to the push-buttons on Raspberry Pi. You'll 
need to make some modifications to the code to get this 
working. Bind the push-buttons to commands by adding 
the following code around line 200 of k40_whisperer.py: 


self .master.bind('<q>' 
self .master.bind('<w>' 
self .master.bind('<e>' 
self .master.bind('<r>' 
master.bind('<t>' , self. 


? 


? 


? 


? 


self .Raster_Eng) 
self .Vector_Eng) 
self .Vector_Cut) 
self .Home)self. 
Unlock) 


Make the app start full-screen by adding 
root.attributes("-fullscreen", True) at line 5/34, 


just after the line reading root= Tk(). Next, you'll need to 
replace all of the text entry boxes with spin boxes so that 


their values can be changed without typing in numbers. 
As an example, line 473 should change from 


self .Entry_Reng_feed = Entry(self.master, 


width="15") to 


self .Entry_Reng_feed = Spinbox(self.master, 
width="15", values=(100, 150, 200,250, 300), 


state="readonly" ) 


This change will make the text entry into a spinbox with 
fixed values, and disable the ability to manually type a 
value in the box. If this is starting to sound complicated, 


don't panic. A modified version of the code is available at 
hsmag.cc/issue39, and the majority of these changes are 


already done. Simply download the file and replace the 


existing k40_whisperer.py with the downloaded version. 
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YOU’LL NEED 


© Raspberry Pi3 


or4 


© 5V3APSU for 


Raspberry Pi 


€ 7’ touchscreen 


(hsmag.cc/TouchScr) 


<€ USB female- 


to-male panel 
mount connector 
(hsmag.cc/MntCon) 


€ 5x12mm 


push-buttons 
momentary 
normally open 
(hsmag.cc/PButton) 


<€ Metal medicine 


cabinet, 9 cm ~ 
22cm x 32.5cm 
or similar 
(hsmag.cc/Cabinet) 


© ImUSBA-B 


cable to connect 
Raspberry Pi 
to laser 


€ Plastic bezel - 


laser-cut from file 


©} Neodymium 


magnets to 
connect cabinet 
to laser chassis 
(optional) 





© M2Ocable gland 


Above 

Make sure that you 
add a cover for 

your USB socket. 
Workshops are 

often dusty and dirty 
places, and it’s better 
to keep the USB 
socket clear of any 
dust and debris 


Left > 

You can mount your 
Raspberry Pi using 
board supports or 

a plastic case with 

a strip of Velcro, 
although hot-gluing 
the edge will work as 
a temporary solution 
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Touchscreen laser control 





QUICK TIP 


Remember to change 
the default password 
to improve security 
on your Raspberry Pi 
OS install. 


Above 

Fix your controller 
onto the laser cutter 
by adding a few 
magnets to the base 
of the cabinet. Old 
hard drive magnets 
are great for this, 
providing enough 
strength to hold the 
cabinet in place, while 
still allowing it to be 
easily detached 
when necessary 


to start raster engraving, vector engraving, vector 
cutting, send the carriage to the home position, and 
turn off the gantry motors. There is no reason why 
you can't add more buttons or configure them to 
perform different tasks, and this will be explained in 
more detail further on in this article. 

Install the latest version of Raspberry Pi OS on 
your Raspberry Pi, and check for updates. To set up 
Raspberry Pi as a laser controller, you will need to 
install the touchscreen drivers, install the Retrogame 


AUTOSTART 





Ideally, K40 Whisperer needs to start up automatically 
when you boot the Raspberry Pi. There are a number of 
methods available to accomplish this, but the easiest 

is probably to use autostart. Open a terminal and type 
the following: 


mkdir /home/pi/.config/autostart 
nano /home/pi/.config/autostart/k40.desktop 


This will create an autostart directory and a new file 
called k40.desktop. In nano, enter the following lines: 


[Desktop Entry] 

Type=Application 

Name=k40 

Exec=python /home/pi/K40_Whisperer-@.52_ 
src/k40_whisperer. py 


Save the file and reboot. K40 Whisperer should now 


start automatically, and you're almost done with the 
setup of the laser controller. 
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utility and configure It to work with the buttons 
in the bezel, install K40 Whisperer so that it runs 
automatically on startup, and modify the code so that 
it understands the button input and runs in full-screen 
when it's started. 

The touchscreen may work straight out of the 
box — if that isn't the case, touchscreen installation 
is not difficult. You can follow the instructions at 
hsmag.cc/DisplayC to get going. 

Adafruit provides an installer script for 
Retrogame. You can follow the instructions at 
hsmag.cc/Retrogame to install it. When you run 
the installer, you will be asked to choose a control 
configuration. It doesn't really matter which option 
you pick, because you will be creating your own 
configuration. Once the installer has finished, 
reboot your Raspberry Pi, and then open up 
/boot/retrogame.cfg in your text editor of choice. 
The Retrogame configuration file is very simple, 
consisting of a key name (like A or SPACE) and then 
a number that refers to the GPIO pin that this should 
be connected to. You are going to use Retrogame 
to connect the push-buttons to the QWERT keys, 
and then, later on, you will modify K40 Whisperer 
to monitor these keys and trigger events within the 
program. With Retrogame’s simple config format, the 
entire config file should look like this: 


Q 26 
W 19 
E 13 
R 6 
T 5 


PUSH FOR ACTION 

If you are adding extra buttons, you just need to add 
them here, binding keys to GPIO pins as necessary. 
Restart the Raspberry Pi, and open a text editor. 
Pressing a push-button should now type a letter 

in the text editor. After confirming the buttons are 
working, you can move on to download the K40 
Whisperer source from hsmag.cc/Whisperer. 
Follow the instructions in the README_linux.txt 
to install the necessary dependencies for K40 
Whisperer, and then make sure that it runs by 
navigating to the source directory and typing 

python k4Q_whisperer. py. 


OUTSOURCE YOUR PROCESSING 
Depending on the complexity of the file you are 
intending to laser-cut or etch, you might find that 
your Raspberry Pi takes a while to process design 
tiles. AS a workaround to this, you can save time 
by processing the file on your desktop or laptop 
machine, and saving it as an EGV file to Raspberry 
Pi. If you choose to do this, it is probably worth 
changing the ‘Reload design file’ button in the 
interface to open EGV files instead. This has already 
been done in the modified k40_whisperer.py file 
provided with this project. O 


SHARED ACCESS 





While it's possible to copy files to the laser controller 
using a USB drive, it’s easier to connect to the laser using 
a shared directory. Set up Samba on your Raspberry Pi 
to enable file sharing. Begin by installing Samba from the 
terminal by typing: 


sudo apt-get install samba samba-common-bin 


Then create a directory that you will share by typing: 


mkdir /share 


Samba’s configuration information is stored in the file 
/etc/samba/smb.conf. Open this file with your favourite text 
editor and delete the contents. Now copy in the following 
text and save It: 


[global ] 

netbios name = LaserCutter 
server string = k4@ pi 
workgroup = WORKGROUP 


[laser] 
path = /share 





comment = Laser cutter shared directory 
browseable = yes 

writeable = Yes 

only guest = no 

create mask = 0777 

directory mask = 0777 

Public = yes 

Guest ok = yes 


This will make a public shared directory on your machine 
that can be accessed by K40 Whisperer. Restart your 
Raspberry Pi and your drive should appear on the network. 
You can make K40 Whisperer go directly to this location 

by changing the value of init_dir in the functions 
menu_File_Open_Design and menu_File_Open_EGV. Changing 
the init_dir = os.path.dirname(self .DESIGN_FILE) 

to init_dir = "/share" will open the file selector in the 
shared directory when it is used. 

If you are having problems connecting to the Samba 
share with Windows 10, you might need to enable SMB1.0/ 
CIFS support by opening Control Panel > Turn Windows 
features on and off. In the list of options, find ‘SMB1.0/CIFS 
File Sharing Support’ and make sure It is enabled. 
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Above ® 

The buttons on the 
panel are colour- 
coded to match the 
SVG line colours used 
by K40 Whisperer. 
Black for raster 
engraving, blue for 
vector engraving, and 
red for vector cutting. 
The green and orange 
buttons are used to 
home the gantry 

and turn off the 
stepper motors 


QUICK TIP 


You can skip steps 
one to six of the 
README_linux.txt 
file when installing 
K40 Whisperer, 
because there will 
only be one user in 
this installation, and 
controlling access 
to the laser is 

less important. 
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aming on the go! 


Gaming systems that fit In your pocket 


By Marc de Vinck 


t's that time of year when the console 

wars heat up. PlayStation vs Xbox vs Stadia 

and more. All the big players have new 

systems and games hitting the shelves. The 

challenge is finding one! Gaming is a huge 

community, and we're not even including the 
incredibly popular PC crowd of gamers. But what 
happens when you are on the go? Or worse, when 
someone else Is playing your system, and you have 
a need for some good old-fashioned competition? 
Well, that’s where these portable game systems 
come Into play. 





Ll 


|GAME ROOM 


There are tons of DIY game kits out there, from 
the ever-popular Raspberry Pi and Retro Arcade 
scene, to dozens of different handhelds and desktop 
systems. In this Best of Breed, we'll be looking at 
the truly portable and affordable systems, both in kit 
form and fully assembled. The general specification 
is that they must fit in your pocket or measure 
around the same size as a deck of cards. Some are 
much smaller, and maybe a few push the limits of 
‘pocketable’, but they are all packed with fun. 
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FIELD TEST 


ButtSnap 
LED Station Portable 


STUDIOBELOW ~© $15. tindie.com BOBRICIUS ~ $39 tindie.com 






mall? Check! Fun? Check! Funny 

name? Double-check!! What is there to 

say about the ButtSnap, other than It’s 

exactly the product we were looking for 

when it comes to portable competitive 

fun. It's truly simple, and most people 
won't even need to be told how to play. Simply wait 
for the LED to blink and beat your opponent's 
reaction time. But there Is more... 

What we really like about the ButtSnap Is the 
unexpected features of the game. Every so often, a 
bonus speed round is started. The LED flashes 
rapidly for a fixed period of time, and the person who 
clicks their button the most in that time wins the 
round. A very clever way to add another dimension 
to an otherwise simple game. We have only one 
request for a future version: make it a kit! We'd love 
the opportunity to solder this together. But then 
again, many people will appreciate the fact that this 
comes ready for some button-mashing competition. 


a5 


Left 
Is this the smallest 
two-player game? 


eoecererecece eee eee esc eee eee eee eee eee eee eee eee eee ee eee eee eee eeeeeseeeseeesreereee reer ee reese reece eee eee eee eee eee eee ee eee eseeeeeeeZeeresereeeseeesereeoeeeeeee eee eeee 


Below & 
The classic LED matrix 
is great for retro games 


he classic 8x8 LED matrix, loved by VERDICT 
so many electronics enthusiasts, is 
the main feature of this minimal 








handheld game system by bobricius. Two-button fun! 
But don't be fooled — you can do a lot 
with just 64 LEDs and an AImega328 10 

IC. The LED Station can play eight different games, /10 


including modified versions of Tetris, Pong, 
Breakout, Snake, and more. 
And since it’s basically an Arduino at its core, you 


Saganawa ae ) can fairly easily hack it and upload your own code. A bit pricey, 
hdd | | a Head over to the website for a link to the source but it comes 
mA, See Moteri code, libraries, design files, and more. There are also assembled. 

a few good videos that demonstrate all the games 

included. We're always amazed at the games you aT / 

can create with only three buttons! (10 
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TINYCIRCUITS © $59.95 | tinycircuits.com 


e’ve been a fan of the 
TinyCircuits ecosystem for 
many years. [his author 
remembers building a wrist-watch 
with a few simple clicks of their 
components while simultaneously 
heading out the door on a business trip. Everyone 
loved the 3D-printed case he designed, and they were 
amazed at the size and quality of the screen. Ever 
since then, we've been hooked on TinyCircuits. 

The Pocket Arcade kit leverages the same amazing 
OLED colour screen and click-together technology as 
that watch, and packages it up with a 32-bit ARM 
processor, laser-cut case, power supply, and speaker. 








You can create your own games, download them 
from the TinyCircuits website, or even encode videos 
to watch on the go. This little kit can play hours of 
movies from an SD card, with audio, in surprisingly 
good resolution — check out their website for more 
information on the Pocket Arcade, and all the other 
components available for your next micro-build. 





Left © 
A lot of power ina 
small space 


VERDICT 


Pocket Arcade 


Very well made 
and super-small. 


80 





SPARKFUN ~© $26.95 sparkfun.com 


classic game of Simon Says 
designed by SparkFun as a great 
learn-to-solder kit. [his author has 
put dozens of these kits together at 
conferences, and it’s one of our go-to 
kits for teaching anyone how to 
solder. SparkFun has great documentation to support 
the Simon Says kit too, including a brief introduction 
to soldering. It’s another reason why we'd like to 
recommend this particular kit to people just starting 
out with electronics and soldering. 

And, just like some of the other kits in this roundup, 
this kit features an ATmega328 at its core (the chip 
found in so many Arduino boards). It makes it 
surprisingly easy to hack, and learn more about, since 
the open-source ecosystem Is so robust around this 
popular microcontroller. Soeaking of hacking, check 
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out SparkFun’s instructions on the product page 
where they walk you through the process of 
reprogramming the Almega and getting access to the 
piezo speaker and LEDs. It’s a really fun introduction 
to programming and embedded electronics. 
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Left @ 
Build a game while 
learning to solder 


VERDICT 


SparkFun 
sy ianlelapst=\\i 


A classic kit of a 
classic game. 


9. 





Adafruit PyGamer Starter Kit 


ADAFRUIT ~ $59.95 adafruit.com 


verything Adafruit designs and 
manufactures is well thought out and 
beautiful. And the PyGamer Starter Kit is 
no exception. This open-source kit is 
capable of running your choice of 
CircuitPython, MakeCode Arcade, or 
Arduino code, making it incredibly easy and 
extensible. There is something for everyone, from 
new users to seasoned programmers. 


ri 


LI 


This is the kit version of the PyGamer, which 
includes the PyGamer PCB, case, batteries, and more 
for an affordable price. You can also pick up just the 
PyGamer PCB and other needed components 
separately, but the kit is a great choice, especially 
as a gift. 


The PyGamer is powered by an ATSAMD51, which 
features 512kB of flash and 192kB of RAM. Adafruit 
then added an additional 8MB of OSPI flash for game 
tile storage. It also features a 160x128 colour TFT 
display, a dual potentiometer analogue stick, four 
square-top buttons, and five NeoPixel LEDs. The back 
of the board has a socket that allows you to expand 
the system by plugging in any of their FeatherWing 
boards. There are a lot of other connectors and 
components packed on the PCB. Your best bet is to 
head on over to the website to get all the details. 
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FIELD TEST 


Left 
Code your games 
in Python 


VERDICT 


Well made, and 
well played. 


10. 
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TINYCIRCUITS © $59.95 | tinycircuits.com 


nother home run of an arcade kit 
from TinyCircuits! This author has 
owned this kit for many years, and it 
still gets regular use by anyone visiting 
the studio. The Tiny Arcade DIY Kit 
comes with everything you need to 
make a miniature arcade game. At its core is a 32-bit 
ARM processor, a full-colour OLED screen, built-in 
speaker, and LiPo battery. All of this is housed in a 
laser-cut case with a four-way joystick and two buttons. 

This is one of those kits that you need to see to 
believe. The responsiveness of the joystick, coupled 
with the clarity of the OLED screen is amazing. No, 
it's not going to replace your next-gen console gaming 
system, but you'd be surprised that it often gets more 
attention. It's a fun little kit that anyone can assemble, 
no soldering required. 





AMPERSAND © $47. tindie.com 





he Espresso is a DIY gaming system 
that uses the ever-popular form factor 
of the full-size Game Boy Pocket 
buttons, coupled with a 2.2-inch 
screen, an ESP32, and a clever and 
beautifully designed ten-PCB 
enclosure. Yes, ten PCBs! Thanks to the ESP32, you 
can play many of your favourite retro arcade system 
games, including the NES, Game Boy, Sega Master 
System, ColecoVision, and more. 

What really caught our attention is the ten PCBs 
that make up the case. By stacking them together, 
you get a very robust and beautiful enclosure. You 
also get a great way of adding in all the other 
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components, since you can have traces and 
connectors wherever you need them! 

The kit includes most of what you need, but you 
will have to supply the battery, a microSD card, and 
Game Boy Pocket buttons. We're not sure why the 
buttons aren't included, as they can be sourced fairly 
easily for only a few dollars, but being able to reuse 
buttons from a beloved Game Boy system or 
personalise the colour with a new set Is nice too. 1 
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Left > 
Create your own 
mini arcade 


VERDICT 





Tiny Arcade 
DIY Kit 


One of our 
favourite 
gaming kits. 
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Left @ 
Just add buttons! 


VERDICT 


Espresso Kit 


Well worth 
the semi- 
complicated 
build. 


8. 
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The tips shape 


the hot air 
blowing out 


108 





Hot alr 
reflow station 





“ 








A fancy hair-dryer or useful soldering kit? 


B\aelomaliatevaliiac= © @concretedOg 
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ot air reflow work is a valuable 

technique to be able to access at 

home. It is excellent in terms of being 

able to populate PCBs with smaller 

SMD components, but also incredibly 

useful in removing items from PCBs for 
repair, or for salvaging components off boards. There 
are lots of cheap hot air reflow tools available and many 
are bundled together with both a hot air tool and a 
conventional soldering iron. Lots of people, ourselves 
included, will have one or more soldering irons, SO we 
were interested to explore the cheap 858D station 
which features hot air only. 

The 858D is cheap and cheerful, and online searches 
reveal so many differently badged items. With so many 
clones, it’s unclear which versions are the originals. 
There are also lots of examples of people modifying 
the 858D and, in certain cases, rectifying some safety 
concerns, more of which later! 

At £32, our 858D was branded ‘Yihua’, and arrived 
trom China well-packed In a cardboard box with decent 
foam packing. Inside the box, the 858D was found with 
the correct UK mains plug attached, and shipped with 
three different pattern end pieces for the hot air gun. 
We'd read online about many 858Ds being shipped 
where the hot air gun part was not connected to the 
ground plane, and that many people ended up creating 
a wire link between the gun and the ground connection 
on the chassis. Obviously it’s a concern if the gun Isn't 
grounded as, in the event of a fault, there is a chance 
that the metal end of the gun could become energised. 

A simple check Is to grab a multimeter capable of 
performing a continuity check and, before plugging the 
machine in, put one probe on the end of the gun and 





touch the other probe to the ground pin on the mains 
plug. Doing this check showed that our machine was 
indeed grounded through to the tip of the gun. We'd 
also read online a worrying story that the fuse holders 
on some 858Ds are in-line on the neutral line rather 
than the live mains line between the mains input and 
the controller PCB. We had also read and seen a few 
photos of other wiring and connector issues, and so 
we decided to inspect the internals before powering on 
the unit. We opened up the box and were pleased to 
see that the fuse was wired correctly on our unit, and 
we were actually impressed with the general state of 
the wiring and connectivity. We'd seen a large variety 
of internal pictures online, as many of these 858D units 
have differing ICs and PCBs and numerous different 
modifications and firmwares have been developed by 
the community. We noted that our main IC was directly 
soldered to the PCB rather than in a socket, which may 
create an amazing chicken and egg situation If we ever 
wanted to replace it, as we'd need hot air reflow to 
remove it! 

Reassured that everything was as It should be, we 
powered up the unit. The controls are simple, with a 
knob to turn that increases and decreases the air flow 
through the gun, and buttons that increase or decrease 
the temperature. There is a small holder for the air gun 
mounted on the side of the unit, and it has a magnet 
and reed switch arrangement to detect when the gun 
is in the holder. Dialling in a temperature and increasing 
the air flow, the gun only begins to heat when removed 
trom the holder. Similarly, once up to temperature, If 
the gun is replaced in the holder, the fan continues to 
run until the temperature is reduced to 100 degrees 


Below ® 
The 858D is easy to hold and use, and sits comfortably 
in the hand. 





Above } 
We were able to solder these surface mount components 
using this station 


and then the fan cuts out. This speeds cooling, but 

it’s still Important to make sure that the hot air gun 

is not close to any materials that it could burn whilst 
cooling. Lifting the gun, the temperature increases and 
the fan starts again. It's a matter of seconds for the 
unit to return to its operational temperature and isn't 
frustrating in terms of use. 

Using a clean PCB, we applied some tiny amounts 
of solder paste and populated a board. Making sure our 
fume extractor was running and our workspace was 
also adequately ventilated, we fitted a small circular 
nozzle to the hot air gun. Moving the hot air gun over 
the part laid on the solder paste, we quickly reflowed 
the part in a few seconds. If you haven't used hot air 
reflow before, it’s incredibly satisfying to see nice shiny 
joints materialise in front of your eyes magically! We 
opted to use the smallest circular nozzle, and we 
imagine this will sit on the machine most of the time, 
unless we are trying to remove a large component. In 
use, the hot air gun is comfy in the hand and not 
unwieldy at all. We tended to have the air flow set at 
the lower end of the scale, as increasing it makes It 
very easy to blow small SMD components like 
resistors and caps off the paste. Set between 375 and 
400°C, our air gun struck a good balance of heating to 
the reflow temperature quickly, without cooking the 
board, and we got good results with our solder paste. 

For the price point, and bearing in mind our unit 
didn't have any of the safety concerns others have 
reported, it’s hard to find any complaints with our 
858D, and its small footprint sits nicely on the desk, 
waiting to be called into service. O 


HackSpace 


SEL 74) Ela A Olabs ROE lal (@ 


i 
FIELD TEST 





109 


Bangle js 


REVIEW 
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e 
Bangle.js 
A smartwatch that you can control 


ESPRUINO © £69.96 | banglejs.com 


By Ben Everard © a@ben_everard 





e’re fans of hackable 
smartwatches here at 
HackSpace towers. [hey 
offer a tantalising chance to 
build a future of loT that works 
for us, not some global mega 
corp that wants to harvest our data or lock us into an 
ecosystem of ever increasingly expensive devices. 





We've previously looked at the LILYGO T-Watch-2020, 


and now we've had a chance to play with a Bangle.js. 











Below ® 
The watch is 
large, but does sit 
comfortably on the 
wrist (unless you’re 
wearing a shirt) 
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As you may have guessed from the name, the 
Bangle.js is programmed in JavaScript. It also features 
something of a kitchen sink approach to hardware and 
is unbelievably packed with features for a wrist-borne 
device. There’s a GPS receiver, a heart rate monitor, a 
three-axis accelerometer, a three-axis magnetometer, 
a vibration sensor, a 64MHz ARM Cortex M4 with 
64Kb of RAM, 4MB of external flash, and a 350 mAh 
battery. On top of all this, it’s waterproof for ten 
metres. It will come as no surprise that with all 
this on board, it’s a bit of a whopper. It comes in a 
5x5x1.7cm case. This is significantly larger than any 
watch this author has worn before, and it’s a visible 
statement piece on your wrist. If you wear shirts, you 
may find that it interferes with your cuffs. That said, 
we didn't find it uncomfortable to wear and it felt 
quite unobtrusive despite Its size. 


cm It features something of a 
— kitchen sink approach to 
hardware and is unbelievably __ 


W 


packed with features 


The Espruino firmware Is open-source, SO you can 
code for it at almost any level you like, but for most 
users, programming the Bangle.js will mean writing 
apps or widgets. These are very similar, other than 
the fact that widgets run in the background and apps 
in the foreground (apps can include widgets, if you 
need both functions). 

You can develop these on the online Espruino IDE 
at espruino.com/ide. From there, you can upload 
your code over Bluetooth (there's no data-in on the 
watch, and the USB charge cable is power only). This 




































| 
SB Espruino Web ID! g x + = a x 
—- “a; e eipruine.com/ide; a po @ 
Found BAMGLEIS, wi? : t(j} = { 
fimction drawt) { 
g.rezeti}; ff reset the graphics context to defaults (color /font/etc) 
Connected to Web Bluetooth, Bangle.j2 7éda fis tor sleep 
Ee deawdteing("S", this.a, this.¥};> 
Sleepqualitw202g125.cav 
: } 
ff Sleep /Wake detection with Estimation of Stationary Sleep-segments (E55): 
ff Marke Berazia, Eugen Berlin, Magiham Kicukyildiz, Pailipe 4. Schell and fristef Van 
Lacrhowen, “Towards a Bencheark for Wearable Sleep Analysis with Inertial Mrist-worn Senting 
Units", TCH 2014, Verona, Italy, IEEE Press, 2844. 
ff Rttper  fubdcoep eth uni-siegen, de/hese/datavets/ichlid/ lade. hteal.er 
rf 
if Function needs to be called for every eSeasurement but returns a value at maximum once a 
defend (tee wiredldth) 
ff start of sleep marcer is delayed by sleepthresh due to continous data reading 
if adapted by Ben Everard to sieply record your sleep phases over tise 
oonst whinwidthel 3s 
Ffeoest nosothreshed.O06; /f also far te Aigh 
coarse Haak Hath, CHG = 
Ficoust sleepthresh=600; // this is Far too high? 
eenst sleeothrecha} ue 
var osn_values = []; 
var ilieds = 2; 
Wor Flle =» mequlre( “Starage”).open({slepquality.cav", "a" ht 
function calc_ess{val) { 
654 values, push{wal); 
Lf (tis_walues.dength es winwidth) { 
ff calculate standard deviation over -ls 
Cont Bean = o6c_values.reduce((prav,cur) =) cureprav) / osc_values. Length: 
iondt Stddey = Math. g9grt(ess_values.map(val «> Kath. pow(val-mean,2)) meduce((orev,cur) => 










CONNECTED TO WEB BLUETOOTH, BANGLE.JS 76DA 
= 





Type here to search | O 


reviewer has done some JavaScript development 
over the years, but only a little, and he found it 
straightforward to get started. Perhaps the main thing 
to get your head around is the event-driven nature of 
the language. Lots of things are driven by callbacks to 
functions passed as parameters. This sounds more 
complex than it is. Really, it just means that you create 
functions that you want to run when particular events 
happen, and then tell the watch which event you want 
to trigger your function. An advantage of this is that 

it means that the firmware can take care of power 
management. In your code, you just link in what you 
want to happen when — and when nothing's running, it 
can make sure that power isn't wasted. 

The IDE provides the ability to grab data files off the 
watch, which is a great way of working with anything 
that tracks data. However, it’s worth bearing in mind 
that Bluetooth is the only way of getting data on or oft 
the watch. You can download the files manually like 
this, or you could write a companion app (or website) 
that gets the data you want. It’s possible to connect to 
the device with another Bluetooth-compatible device 
using Puck.js to stream data to a web service if you 
want, but this isn't entirely straightforward. 

There's an app store of existing applications at 
banglejs.com/apps. [his is driven by GitHub as the 
data store, so if you want to see how an app works, 
just click on the GitHub icon and you can see the 
source code. What's more, this is a static page driven 
by GitHub Pages, so you can fork this, enable GitHub 


prewecur} fess values. Length); 
es5_Voluas = []; 


<|> ff check for ponsmovesent acoording to the threshold 


One mane om gidgdey <¢ eomaethresh; 


Jn 


Pages, and create your own app store to which you 
can add your apps (see this reviewer's at 
benevpi.github.io/BangleApps). VVe've been 
working on a sleep quality tracker, which you can see 
in this store. Once you're happy with your code, if 
you want, you can submit a pull request back to the 
original repository and your app will be listed on the 
global app store. 

GPS reception Is OK. Indoors, it can struggle, but 
outdoors, we found it worked better. This is probably 
because antennae don't like being crammed In a small 
space with lots of other electronics, especially when 
they're trying to pick up weak signals from spacecraft 
thousands of miles away. 

We also found the heart rate monitor prone to 
suspect readings. We found we could get accurate 
data by taking five readings, then selecting the middle 
one, but obviously this limits the soeed at which you 
can get data. 

These minor gripes aside, we found the Bangle.js 
worked excellently. We were able to play with other 
people's apps, poke around their internals, and code 
our own — exactly what you'd expect to be able to 
do with an open-source watch. For the price, this is 
an excellent develooment platform for personalised 
electronics, with more features than we know what to 
do with. We've already got some plans for this watch 
— keep an eye on the mag for future articles. However, 
it is a big watch and right on the limit of what we'd 
consider an acceptable size for a wrist-based device. O 
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Above > 

The Espruino IDE 
lets you upload 
code, interact with 
the serial console, 
and pull data off 
the watch 


VERDICT 


A fun and 
versatile 
wrist-based 
computer. 
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micro:bit version 2 


The educational microcontroller gets an upgrade 





MICRO:BIT EDUCATIONAL FOUNDATION © £13.50 | microbit.org 


BWa=l-lanaicleclae, © a@ben_everard 





ince 2016, the BBC micro:bit has Before looking at the shiny new things, let's take a 
been a fixture of the UK tech quick look at what's still the same. There's still a 5x5 
education scene. [he little board, grid of red LEDs, and two buttons. There's still an 
with its iconic array of 25 red LEDs accelerometer, compass, and temperature sensor. 
and two user buttons, can be found The programming environments are also still the 
in schools and youth groups up and same, and code for your micro:bit v1 should work 
down the country. It’s got chunky GPIO pins that without alteration on a v2 board. 
are easy to connect to, yet Is still small enough to So, if all that’s the same, what's new? There's 
fit in little hands and feel comfortable to use. The a Significant boost to processing power, as the 
micro:bit has introduced a generation of children new Nordic nRF52833 microcontroller boasts a 
[ to microcontrollers and programming. Four years 64MHz ARM Cortex M4F (up from a 16MHz ARM 
See eee after the initial release, the Micro:bit Educational Cortex MO0+ in the previous micro:bit). There’s now 
pe crominllbe Foundation has announced a major upgrade to this 128kB of RAM and 512kB of storage. Bluetooth 
rien AP ia little board. Let's take a look at this new micro:bit, and is upgraded from 4.0 to 5.0. For audio, there's a 
with the form factor what it means for users. microphone and speaker, and the logo at the top of 





the board is now touch-sensitive. 

The GPIO connector is almost the same. It still has 
21 GPlOs, with three broken out as large pads, and 
3V and ground connectors. However, the connector 
now has notches on each of the large pads. The 

notches in the GPIO connector may seem like a 
cosmetic change, but they do offer a significant 

advantage of making it easier to connect with 
crocodile clips or conductive thread. Clips can 
now go perpendicular to the board, and the 
notch will stop them from slipping sideways 
to bridge an additional GPIO. 
The changes open up significant new 
ways you can work with micro:bit. Sound 
has long been a popular tool of teachers 
getting students interested in coding 
and, while the previous micro:bit could 
make sounds, you had to manually 
connect headphones using crocodile clips. 
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T 
FIELD TEST 







Left 
The new speaker 
sits right in the 
middle of the back 
of the micro:bit 


Adding a speaker makes it 
a much simpler experience. 
The upgrade to the processor iy 
also brings machine learning 

within range. TensorFlow Lite can 


run on microcontrollers such as this, and the Edge However, If you want to expand the capabilities of 

Impulse team have already demonstrated keyword your micro:bit, there's a good selection of add-ons 

recognition from voice running on the new board available from a range of manufacturers. You can use 

(see here for details: hsmag.cc/Edgelmp). your micro:bit to control a robot, water your plants, 
The one major downside to the micro:bit v2 Is, or play games — all by clipping it into off-the-shelf 

for us, the same as the one major downside to hardware. All these should continue to work with the 

the micro:bit v1 — connectivity. There are three new board. 

large pins broken out and this doesn't really give For an educational microcontroller board, the 

you much scope for anything beyond adding a advantage of the micro:bit really has nothing to do 

few buttons. with the hardware - it’s the set of resources that go 


with this. Professionally made and curated projects 
re ee eee ee, and lesson plans can be found at microbit.org. 
| | UPd NODDYIST, there dare These, on their own, are more important than the 
processor speed or amount of storage. The fact that 
the new device is compatible with code for the old 
micro:bit means that all the effort that went Into 
| | creating them the first time Is still paying off. 
For a hobbyist, there are undoubtedly some great 
projects you can build with this board. However, If 


There are an additional 18 GPIOs available on you need to use more than three GPIOs, you'll end 
the edge connector, but you will need an adapter up with a bulky project, and even accounting for {/E| 
to make this work. Of these 18, ten are needed for this, you're still quite limited with connections. If you Cheap, 
internal use — the LED array, buttons, and I2C bus can live with this, the micro:bit version 2 represents powerful, and 
are all included in this count, so even with an edge excellent value for money. feature-packed, 
connector, there are relatively few connections For just over £10, you get a powertul but limited 
available to use unless you disable these functions. microcontroller with a bunch of sensors and a couple connectivity. 
There's also no 5V (or VBUS), so If you want to use of output devices (the LED array and the speaker). 
hardware that needs this level supply, you will need We don't know of any other development board that 9 
an external power supply. offers so much for such a small price. / 6 
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Raspberry Pi Pico Pinout 
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Pico Omnibus Proto 


We have a range of boards to enable 
your microcontroller tinkering, 
eilelperiie(-mellim@llilr-lmr-l[*[-mel 
breakouts, breakboards and addons. 
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